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KINGSTON VALVES

Safely Protecting People, Processes, and Equipment

For over 110 years, Kingston Valves has been designing and building high-quality,
reliable industrial valves. The Kingston Quality System maintains ISO, CE,
National Board, and ASME certifications and standards.

Delivering solutions to you and for you.

Kingston Valves delivers a full variety of safety relief valve styles, sizes, options,
and configurations for several industries, applications, environments, and media.

It is our goal to provide you with the best experience due to a
customizedrelationship, shortlead times, and ontime delivery practices.

KingstonValves.com

(800) 210 - 2525
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KNG SAFETY RELIEF VALVES

VALVE SELECTION GUIDE
COEFF. OF DISCH. (SLOPE) MAX SET CONNECTIONS
METALS PRESSURE
KNG AIRIGAS | STEAM | Liquid | psi(BaR) SIZES NPT BSPT BSPP  TRLCLAMP  FLANGE
SERIES |g0FT SEAT OPTIONS' CERTIFICATIONS TEMPERATURE PAGE
m|p|e|v]e[«|z Service SecTON| scTonwn  °F CRN | MINF (°C) | MAXF (°C)
" Brass/Bronze 0878 | os78 | o791 | 350(241) wy | v % % o s
/] ] Air/GaslLiquid/Steam 5P| +7PSI +15PSI | 320 {196°) | 406" 08) |
) StainlessiBronze | 0878 | 0878 | 0791 | 1500 (1034) vy | v % % Inlet Only v oo
N Air/GaslLiquid/Steam +15PS| +7PS +15Psl | -320° -(196°) | 425° (218°) o
2y | StnlessCaton | 0878 | os78 | o701t | 1500 [ 1034 | w3 | v % % Inlet Only v o s
/] ] Air/GaslLiquid/Steam 5P w7Psl +15Psl | 20°429) | oo ear) |
g | StnlessiStaless | 0478 | o878 | oro1 | 1500 (1034) vy | v % % Inlet Only v o s
G Air/Gas/Liquid/Steam 5P +7PSl +15Psl |0 (1967 | o0 @ar) |
s MonelBronze | 0878 | 0878 | 0791 | 1500 [ (o34 | w3 | v v v Inlet Only % o s
N Air/GaslLiquid/Steam +15PS| +7PS +15Ps| | -320° -(196°) | 425° (218°) o
s MonelCarbon | 0.878 | 0.878 | 0791 [ 1500 (103.4) wy | v v v Inlet Only % o s
G Air/Gas/Liquid/Steam 5P +7PSl +15Psl |0 (1967 | o0 @ar) |
” Monel/Stainless | 0.878 | 0878 | 0791 [ 1500 | (1034 [ w3y | v v v Inlet Only % o s
|/ Air/GaslLiquid/Steam 5P +7PSl +15Psl |20 (1967 | oo @2r) |
g | NoleadNolead | 0478 | o878 | o7o1 | 35024 v | v % % o s
G Air/Gas/Liquid/Steam [20°1967) [ 25" 1) |
g | Senesshotead | 0478 | o878 | o7o1 | 1500 (1034) waw | v % % Inlet Only v o s
|/ Air/GaslLiquid/Steam [20° 1967 [ 25 1) |
550 Brass/Bronze [ oss6 | - | 2500172 war | v v v Inlet Only bace 12
G Steam +15PS| [ 20 299) [ a0 oe) |
s | StaniessiBronze | o856 | [ 30 [ @n | wow | v % % Inlet Only o 1
N Steam +15 PS| | -20°-(20°) | 425° (218°) -
o Brass/Bronze 08% | 08s6 | - | 3000207 war | v % % Inlet Only o 1
G Air/Gas/Steam +15PS| +7PS +15Psl | -20°-(20°) | 425° (2187) o
o | StnlessBronze | 0856 [ o8s6 | - | 300007 war | v % % Inlet Only oo 12
N Air/Gas/Steam +15PS| +7PS +15Psl | 20°-20°) [ 425° 2187) e
N Brass/Bronze | | Note3 | 600 (41.4) vy | v v v o 16
AJATT T Liquid Non-Code Only [ 60 (517) [ 406" o8) |
N Stainless/Bronze | | Note3 | 600 (41.4) wy | v % % bace 16
AJA T Liquid Non-Code Only [20°1967) [ 25" 1) | -
50 Brass/Bronze Note 4 | | - | 20072 wy | v v v bace 20
AJdT T T ] Air/Gas Note 6 [ 60" 51%) | 406° (208°) |
50 Stainless/Bronze | Note4 | | - | 250072 wy | v v v bace 20
AJAT T ] Air/Gas Note 6 Note 6 Note6 | -320° (196°) | 425° (218°) | -
0 Brass Note 5 | | - | 3004 ww | v v v bae 2t
AT 1] Air/Gas +15PS| [ 20 299) [ a0 oe) |
Stainless/Brass | Note5 | | - | 4500310 ww | v % %
it AT AT ] Air/Gas +15 PS| | -20°-(20°) | 425° (218°) Page 24
s | |StTinITs| | Note 5 | | - | 450310 ww | v % % | | page 24
v v Air/Gas +15 PS| 20°-(29°) [ 425° (2189)
0 Brass/Bronze (0 | ot [ - | 200(139 pr | v v page 2
ATTTT] Air/Gas/Steam +15PS| +15Psl | -20°-(20°) | 406° (208°)
0 BrassBronze | (0403) | (1130) [ - | 200(138) wyw | v % o 28
ATTTT] Air/Gas/Steam +15 PS| +15Psl | -20°-20°) [ 425° (2187) o
Brass/Bronze | | 0929) | 750(51.7) wy | v
T TTTT1T Liquid Non-Code Only [0 ) Jaem) |
Brass/Bronze | | 0924 | 200(138) wyw | v
* TTTT1T] Liquid Non-Code Only | -20°-(20°) | 406° (208°) Pege %0

(800) 210 - 2525
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KNG740 SAFETY VALVES (IKINGSTON

KNG740 safety and relief valves are engineered for heavy-duty industrial usage.
Multiple purpose safety and relief valve for all services: Liquid, Steam, and
Air/Gas. ASME and National Board Certified for Section VIl as well as CE and
CRN Certifications. Pressures are up to 1500 PSI.

Available with the full array of metal and seating options.

KNG740

Brass nozzle, stainless steel ring, disc and springs. Brass / bronze body, bonnet.
350 PSI (24.1 Bar) for air/gas and liquid, 250 PSI (17.2 Bar) for steam.
Temperatures -320°F (-196°C) to 406°F (208°C)

KNG740

KNG741

Stainless steel nozzle, ring, disc and springs. Brass / bronze body, bonnet.
1500 PSI (103.4 Bar) for air/gas and liquid, 300 PSI (20.7 Bar) for steam.
Temperatures -320°F (-196°C) to 425°F (218°C) KNG74O

<;;

KNG742

Stainless steel nozzle, ring, disc, all internals and springs. Carbon steel body, bonnet.
1500 PSI (103.4 Bar) for air/gas and liquid, 300 PSI (20.7 Bar) for steam.
Temperatures -20°F (-29°C) to 800°F (427°C)

KNG743

Stainless steel nozzle, ring, disc, all internals and springs. Stainless steel body, bonnet.
1500 PSI (103.4 Bar) for air/gas and liquid, 300 PSI (20.7 Bar) for steam.
Temperatures -320°F (-196°C) to 800°F (427°C)

KNG744 through 748

Specialty metals with distinct options, contact Kingston for specs, dimensions and cut sheets.

Usages:
Pressure Vessels, Pumps, Hydraulics, Tanks, Steam Systems, Chemical,
Cryogenic, Air and Gas Compressors, Separators, by-pass and over pressure
protection. Choose for most industrial applications requiring a safety relief valve.

Features:
* Full nozzle - Top guided design
* Short, precise blow-down
* Wide choice of inlet/outlet sizes
* Dual-lapped precision seating
* 100% Back-pressure tight
* Drain hole with threaded plug
* Cryogenic compatible

Options:
* O-ring seating options (see charts)
* Packed lift lever or Closed cap
e BSPT and BSPP Piping
e Tri-Clamp Inlets
* Full array of metal options
e API 527 Seating
 Lap Joint Flanges

KNG743

* Lead-Free (D,E, and F orifice only) KNG743 Flanged " 3
¢ 02 Cleaning L ORE t‘_rf\BJJ c € CRN

KingstonValves.com (800) 210 - 2525
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(3KINGSTON

KNG SAFETY RELIEF VALVES

# DESCRIPTION 740 ™ 742 743

1 Nozzle B16 Brass SA479-316 SS SA479-316 SS SA479-316 SS
2 Lock Screw B16 Brass B16 Brass SA479-316 SS SA479-316 SS
8 Lower Ring SA351-CF8M SA351-CF8M SA351-CF8M SA351-CF8M
4 Disc Holder B16 Brass B16 Brass SA479-316 SS SA479-316 SS
5 Disc Holder Shaft B16 Brass B16 Brass SA479-316 SS SA479-316 SS
6 Disc Guide B16 Brass B16 Brass SA479-316 SS SA479-316 SS
7 Bonnet B16 Brass B16 Brass SA216-WCB SA351-CF8M
8 Hood Seal PTFE PTFE PTFE PTFE

9 Seal Wire Steel / Lead Steel / Lead Steel / Lead Stainless / Lead
10 Hood B16 Brass B16 Brass SA108-1018 SA479-316 SS
1 Pressure Screw B16 Brass B16 Brass SA479-316 SS SA479-316 SS
12 Lock Nut B16 Brass B16 Brass SA479-316 SS SA479-316 SS
13 Spring Plate B16 Brass B16 Brass SA479-316 SS SA479-316 SS
14 Spring 302/17-7 SS 302/17-7 SS 302/17-7 SS 302/17-7 SS
15 Spring Post B16 Brass B16 Brass SA479-316 SS SA479-316 SS
16 Spring Pin 18-8 SS 18-8 SS 18-8 SS 18-8 SS

17 Guide Seals (2) PTFE PTFE PTFE PTFE

18 Disc SA479-316 SS SA479-316 SS SA479-316 SS SA479-316 SS
19 Body B584-C84400 B584-C84400 SA216-WCB SA351-CF8M
20 Nozzle Seal PTFE PTFE PTFE PTFE
21 Nameplate Stainless Stainless Stainless Stainless
22 Lock Screw Seal PTFE PTFE PTFE PTFE

KNG740 THRU 743
DIMENSIONS - in (mm)

FLOW AREA | SIZE A A B c WEIGHT
ORIFICE In? (mm2) INLET |OUTLET| DN D CLOSED CAP LIFT LEVER Lbs. (Kg)
D 125 (8068) | 112 34 15 c 738 (187) | 818 (206) 2318 (60) | 158" @N)| 2(09)
D 25 (806) | 112 1 15 D 738 (187) | 818’ (206) 238 (60) | 158 (41)| 2(09)
D 125 (806) | 34 34 20 E 738 (187) | 818 (206) 238 (60) | 158" @N)| 2(09)
D 125 (80.6) | 3 1 20 F 738 (187) | 818’ (206) 238 (60) | 158 (41)| 2(09)
D 0125  (806) | 1’ 1 25 G 738 (187) | 818 (206) 238 (60) | 158" @N)| 209
E 217 (1400) | 12 1 15 A 8-1/8"  (206) v (229) 258 (67) > 6| 3¢14)
E 217 (1400)| 122 1w | 15 B 8-1/8"  (206) v (229) 2508 (67) 2 G| 3(14)
E 217 (140.0) | 3w 1 20 c 8-1/8"  (206) v (229) 258 (67) > 6| 3¢14)
E 217 (1400)| 34 14 | 20 D 8-1/8"  (206) v (229) 2508 (67) 2 6| 3(14)
E 217 (400)| 1 2 G 8-1/8"  (206) v (229) 258 (67) > 6| 3¢14)
E 217 (1400)| 1 114 | 25 F 8-1/8"  (206) v (229) 2508 (67) 2 6| 3(14)
E 0217 (140.0) | 1147 1w | 32 H 8-1/8"  (206) v (229) 258 (67) > 6| 3(14)
F 353 an| v -2 | 25 F 914" (235) | 958 (244) 278 (73) | 214 57| 5(23)
F 353 | 1w e | R H 914 (235) | 9-5/8" (244) 278 (73) | 214 (57)| 5(23)
F 0353 (7| 1112 12 | 40 G 914" (235) | 958 (244) 278 (73) | 214 57| 5(23)
G 554 (357.4) | 114 3 32 G | 104 (260) | 1058  (270) 338 (86) | 258 (67)| 9@.1)
G 554 (357.4) | 1172 s 40 H | 1014 (2600 | 10508  (270) 3308 (86) | 258 (67)| 9(4.1)
G 0554 (357.4) | 2 I3 50 F | 1014 (60) | 105" (270 3308 (86) | 258 (67)| 9@.1)
H 923 (5955) | 1-1/22 2 40 Fo| 134 (208 | 12158  (308) 312 (89) | 278 (73)| 16(7.3)
H 923 (5955 | 2 2 50 G | 134 (208 | 1218  (308) 2 (89) | 2758 (73)| 16(73)
H 923 (5955) | 1112 24/ | 40 H | 1134 (208) | 121588 (308) 312 (89) | 278 (73)| 16(7.3)
H 923 (5955 | 2 212 | 50 J 1-34  (298) | 1218 (308) 2 (89) | 2758 (73)| 16(73)
H 0923  (5955) | 241127 2412 | 65 K | 1134 (208 | 121188  (308) 312 (89) | 278 (73)| 16(7.3)
J 1418 (9148 | 2 3 50 J 1414 (362) | 14172 (368) £ (102) 314 83)| 18(82)
J 1418 (9148) | 2-1/2° 3 65 K | 1414 (362 | 14122 (368) £ (102) 314 (83)| 18(82)
J 1418 (9148)| @ 3 80 L | 14 @62) | 1412 (368) £ (102) 314 83)| 18(82)

1 -1/2" Inlet for “E” orifice is ASME/CE Air/Gas and Steam

(800) 210 - 2525 KingstonValves.com
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8 KNG740 SAFETY VALVES (IKINGSTON
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x
SEATING MATERIALS
MIN TEMP MAX TEMP .
MATERIAL | NAMES °F (°C) °F (°C) USE FOR:
— P G o o | Acetone, Air, Alcohol, Benzine, Butane, Ethylene, Ethylene Glycol, Ethyl Alcohol, Gasoline, Isobutyl
g UE ke G5 (R Alcohol, Kerosene, Lube Qil, Natural Gas, Naphtha, Nitrogen, Propane, Water, Xylene
. o o o o | Air, Butane, Carbon Dioxide, Diesel Oil, Ethyl Chloride, Ethyl Ether, Fuel Oil, Gasoline, Helium,
Nitrile Buna-N 407 -(407) | 2507 (121°) Hydrogen Sulphide, Kerosene, Natural Gas, Nitrogen, Oxygen (Gas), Propane
EPDM 40° -(40°) 303 (1519) Stgam (unQer 55 psi), Water, Hot Water, Acetone, Beer, Brake Fluid, Hydrogen Gas, Sulfur Dioxide,
Acids, Alkalies
FEKM Markez® 5° -(15°) 500° (260°) | Aromatic Hydrocarbons, Chlorinated Hydrocarbons, Polar Solvents (ketones, esters, ethers),
Kalrez® -4° -(20°) 525° (274°) | Inorganic and Organic Acids, Water, and Steam.
PTFE -450° -(268°) | 500° (260°) | Cryogenic Service including Argon, Carbon Dioxide, Helium, Hydrogen, Nitrogen, Oxygen, Steam

PTFE SEATING

# DESCRIPTION KNG740 KNG741 KNG742 KNG743

1 Nozzle B16 Brass SA479-316 SS SA479-316 SS SA479-316 SS
3 Lower Ring SA351-CF8M SA351-CF8M SA351-CF8M SA351-CF8M
4 Disc Holder B16 Brass B16 Brass SA479-316 SS SA479-316 SS
5 Disc Holder Shaft B16 Brass B16 Brass SA479-316 SS SA479-316 SS
23 Disc PTFE PTFE PTFE PTFE

RING SEATING

# DESCRIPTION KNG740 KNG741 KNG742 KNG743
1 Nozzle B16 Brass SA479-316 SS SA479-316 SS SA479-316 SS
3 Lower Ring SA351-CF8M SA351-CF8M SA351-CF8M SA351-CF8M
4 Disc Holder B16 Brass B16 Brass SA479-316 SS SA479-316 SS
5 Disc Holder Shaft B16 Brass B16 Brass SA479-316 SS SA479-316 SS
24 O-Ring Disc SA479-316 SS SA479-316 SS SA479-316 SS SA479-316 SS
25 Screw 18-8 SS 18-8 SS 18-8 SS 18-8 SS
26 Disc Insert SA479-316 SS SA479-316 SS SA479-316 SS SA479-316 SS
27 O-Ring Various Various Various Various

MIN. TEMP  MAX. TEMP** MAX PRESSURE?*
METALS' °F (°C) °F (°C) PSI (BAR) SERVICES CERTIFICATIONS

KNG740 12"t0 3 Brass/Bronze -320° -(196°) 406° (208°) 350 (24.1) Air / Gas / Steam /Liquid | ASME VIII, CE, CRN
KNG741 1210 3" Stainless/Bronze -320° -(196°) 425° (218°) 1500 (103.4) Air / Gas / Steam /Liquid [ ASME VIII, CE, CRN
KNG742 12"t0 3 Stainless/Carbon -20° -(29°) 800° (427°) 1500 (103.4) Air / Gas / Steam /Liquid | ASME VIII, CE, CRN
KNG743 1210 3" Stainless -320° -(196°) 800° (427°) 1500 (103.4) Air / Gas / Steam /Liquid [ ASME VIII, CE, CRN
KNG744 12"t0 3 Monel/Bronze -320° -(196°) 800° (427°) 1500 (103.4) Air / Gas / Steam /Liquid | ASME VIII, CE, CRN
KNG745 | 1/2't0 3" Monel/Carbon -320° -(196°) 800° (427°) 1500 (103.4) Air / Gas / Steam /Liquid [ ASME VIII, CE, CRN
KNG746 12"t0 3 Monel/Stainless -320° -(196°) 800° (427°) 1500 (103.4) Air / Gas / Steam /Liquid | ASME VIII, CE, CRN
KNG747 1/2"t0 3" | No-Lead Brass/Bronze -320° -(196°) 406° (208°) 350 (24.1) Air / Gas / Steam / Liquid Non-Code

KNG748 1/2"t0 3" | No-Lead Brass/Stainless | -320° -(196°) 406° (208°) 1500 (103.4) Air / Gas / Steam / Liquid Non-Code

10ther metal options available, contact KINGSTON.

2Maximum set pressure for steam service is 300 PSI (20.7 Bar)

2Maximum set pressure for steam on Series 740 is 250 PSI (17.2 Bar)

4Maximum temperatures depend upon seating material.

5For temps over 425°F (218°C) contact Aquatrol. (Inconel spring used temperatures above 650 °F)

KingstonValves.com

(800) 210 - 2525
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(3KINGSTON

OPEN LIFT LEVER - STANDARD

INLET AND LIFT LEVER OPTIONS
KNG SAFETY RELIEF VALVES

MATERIALS

ITEM DESCRIPTION KNG 740 / 741 KNG 742 KNG 743
1 Handle C1018/Plated C1018/Plated C1018/Plated
2 Hood Anodized Alum. Anodized Alum. Anodized Alum.
3 Lifter Nut B16 Brass SA479-316 SS SA479-316 SS
4 Jam Nut 18-8 SS 18-8 SS 18-8 SS
5 Lift Lever Pin B16 Brass SA479-316 SS SA479-316 SS
6 Spring Optional Stainless Anti-Vibration Spring

PACKED LIFT LEVER - OPTION

Inlet Options:

NPT - BSPT

P
Z
()
=~
S
(@]

MATERIALS OXC

ITEM DESCRIPTION KNG 740/ 741 KNG 742 KNG 743

1 Handle B16 Brass B16/Plated B16/Plated

2 Handle Screw Steel/Plated Steel/Plated Steel/Plated 2

3 Cam B16 Brass SA479-316 SS SA479-316 SS

4 Retaining Ring Steel/Plated 17-7 SS 17-7SS ]

5 Cam O-Rings Viton Viton Viton

6 Cam Nut B16 Brass SA479-316 SS SA479-316 SS 11

7 Packed Nut Washer PTFE PTFE PTFE

8 Hood B16 Brass SA108-C1018 SA479-316 SS

9 Jam Nut 18-8 SS 18-8 SS 18-8 SS

10 Lifter Nut B16 Brass SA479-316 SS SA479-316 SS

1" Hood Seal PTFE PTFE PTFE

12 Plug 18-8 SS -

13 Seal PTFE 12,1 3,1g:gespcar:;fg;::dmonal \

14 Gag Screw 18-8 SS

Female NPT - BSPT

Unless otherwise specified, All valves will be shipped with the standard open lift lever option.
Lifting Device as required by the ASME, ASME Section VIII: UG136(3)
Each pressure relief valve on air, water at the valve inlet that exceeds 140°F (60°C), excluding over-pressure or relief events, or steam service shall have a substantial lifting

Tri-Clamp

¢ I

Lap Joint Flange

device which when activated will release the seating force on the disc when the pressure relief valve is subjected to a pressure of at least 75% of the set pressure of the valve.

(800) 210 - 2525 KingstonValves.com
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8 KNG740 SAFETY VALVES (IKINGSTON
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KNG740-748 THREADED INLET - PART NUMBERS
KNG740 ED 1 \'} 3 J 1 125
SERIES  DESCRIPTION | ORIFICE/SIZEID |CONNECTION | SEATING CAP SERVICE OPTIONS SET
KNG740 Brass/Bronze DC- 1/2"x 3/4 1- NPT MxF | M- Metal 1- Lift lever K- ASME Vlll-Air/lgas | 1- None Ex.125
KNG741 316 SS/Bronze DD- 1/2"x 1" 2- NPT FxF P- PTFE 2- Closed cap L- ASME VIII-Steam Chrome
KNG742 316SS/Carbon | DE- 3/4”x 3/4" 3- BSPTMxF | B- Buna 3- Packed lift lever | J- ASME VIll-Liquid Plating
KNG743 316SS/316SS | DF- 3/4"x1" 4- BSPTFxF | V- Viton 4. LiftLever with P- CE - Airigas 3- 02 Cleaned
KNG744 Monel /Bronze | DG- 1"x 1" 8% BSPPMxF | E- EPDM Anti-Vibe Spring | E. CE - Steam 4- API Seating
KNG745 Monel / Carbon EA%- 1/2"x 1" 9%- BSPP FxF | K- Kalrez 5. Closed Ca D- CE - Liquid 5. 02 Clean /
KNG746 Monel /316SS | EB> 1/2'x 1-1/4” | Z- Markez |~ With Test Gag N- Non-code Airlgas API Seating
KNG747" No-Lead /No-Lead | EC- 3/4"x 1" 6 Packed Lever T- Non-code Steam 6 02 Clean /
KNG748' 316 SS/No-Lead | ED- 3/4” x 1-1/4” with Test Gag U- Non-code Liquid Chrome
EG- 1"x 1" 7. Q2/API/
EF- 1"x 1-1/4” Chrome
EH- 1-1/4” x 1-1/4" 8- API/ Chrome
FF- 1"x 1-1/2" 9- High-Temp |
Note: FH- 1-1/4"x 1-1/2"
This chart is for FG- 1-1/2x 1-1/2"
threaded inlets only. GG- 1-1/4"x 2"
GH- 1-1/2'x2"
GF- 2'x 2’
136 — No-Lead is non-code and HF- 1-1/2"x 2"
available for D,E,F Orifice only HG- 2"x 2"
HH- 1-1/2" x 2-1/2"
2—1/2" Inlet for “E” orifice HJ- 2"x 2172
is ASME/CE Air/Gas, Steam Only HK- 2-1/2" x 2-1/2"
J-27x 3
s_ BSPP Outlet s available for K- 2112 x 3
KNG 740 and 741 Only J- 3"x 3
KNG741-743 AND 748 TRI-CLAMP INLET - PART NUMBERS
KNG743 ED 5 M 1 L 1 125
SERIES  DESCRIPTION | ORIFICE/SIZEID |CONNECTION [ SEATING CAP SERVICE OPTIONS SET
KNG741 316 SS/Bronze | DE- 3/4"x 3/4" 5, Triclamp | M- Metal 1- Lift lever K- ASME Vlll-Airigas | 1- None Ex.125
KNG742 316 SS/Carbon | DF- 3/4”x 1" X NPT P- PTFE 2- Closed cap L- ASME Vill-Steam | Chrome
KNG743 316 Stainless DH- 1"x 3/4” o Tiedamp |B- Buna |3 Packed lftlever | J- ASME Vill-Liguid Plating
KNG748' 316 SS/No-Lead |DG- 1”x 1 X BSPT V- Viton .. Uit Lever with P- CE - Air/gas 3- 02 Cleaned
EC- 3/4"x 1" E- EPDM Anti-Vibe Spring | E- CE - Steam 4- API Seating
ED- 3/4” x 1-1/4” K- Kalrez 5. Closed Ca D- CE - Liquid 5. 02 Clean/
EG- 1"x 17 | Z- Markez | with Test Gag N- Non-code Air/gas API Seating
EF- 1"x 1-1/4" 6 Packed Lever T- Non-code Steam 6 02 Clean /
EJ- 1-1/2°x 1" with Test Gag U- Non-code Liquid Chrome
EK- 1-1/2" x 1-1/4" 7. Q2/API/
FF- 1" 1-1/2" Chrome
Note: FG- 1-1/2" x 1-1/2" 8- API/Chrome
This chart is for GH- 1-1/2'x 2" | 9- High-Temp |
threaded inlets only. GF- 2'x 2’
HF- 1-1/2"x 2"
HG- 2'x 2"
HH- 1-1/2"x 2-1/2"
HJ- 2"x 21/2"
HK- 2-1/2" x 2-1/2"
'~ No-Lead is non-code and J- 2'x 3
available for D,E,F Orifice only JK- 2-1/2"x 3"
J- 3x 3

KingstonValves.com (800) 210 - 2525
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FLANGE OPTIONS

P
pd
KNG SAFETY RELIEF VALVES B
~J
N\
(@)
-7
/, KNG741 THRU 743 FLANGE OPTION
MATERIALS
! # DESCRIPTION KNG741 KNG742 KNG743
[ 1 Lap Joint Nozzle SA479-316 SS SA479-316 SS SA479-316 SS
' 28 Outlet Fitting SA479-316 SS SA479-316 SS SA479-316 SS
l‘ 29 Lap Joint Flange A182-F316 CSA-105 A182-F316
i 30 Lap Joint Flange A182-F316 CS A-105 A182-F316
l} B
. . N See page 4 for internal parts
’ = ( Options Note: B + C dimensions are customizable
iy~ (—
! g }‘JLW
: g—'

%
f

DIMENSIONS - in (mm)
FLOW AREA SIZE A A
ORIFICE In2 (mm2) INLET |OUTLET| DN | ID | CLOSEDCAP | LIFTLEVER B c
D 0425  (806) | 12 34 15 c 9-5/8" (244) | 10-1147 (260) | 4-5i8° (117) | 4-140 (108)
D 0125  (806) | 12 1 15 D 9-5/8" (244) | 10-1/4 (260) | 4558 (117) | 4-14° (108)
D 0125  (806) | 3’ 34 20 E 9-5/8" (244) | 10-1/4 (260) | 4-5i8 (117) | 4147 (108)
D 0125  (80.6) | 34’ 1 20 F 9-5/8" (244) | 10-1/4” (260) | 4-5/8" (117) | 4-1/4" (108)
D 0125 (806) | 1 1 25 6 | 112 (202 | 1218 (308) | 6122 (165) | 4-1/4° (108)
E' 0217 (1400) | 112 1 15 A | 1014 (260) | 1078 (276) | 4508 (117) | 414 (108)
E' 0217 (1400) | 122 114 | 15 B | 10-1/4" (260) | 10-7/8° (276) | 4-5/8" (117) | 4-1/4” (108)
E 0217 (1400) | 3’ 1 20 c | 1014 (60) | 10718 (276) | 458" (117) | 414 (108)
E 0217 (1400) | 34 114" | 20 D | 10114 (260) | 10-7/8" (276) | 4-5/8" (117) | 4-1/4" (108)
E 0217 (1400) | 1 1 25 G | 1044 (60) | 10758 (278) | 458 (117) | 4147 (108)
E 0217 (1400) | 1’ 114 | 25 Fo| 10147 (260) | 10-7/8° (276) | 4-58" (117) | 4-1/4” (108)
E 0217 (1400) | 114 14 | 32 H | 1014 (260) | 107" (276) | 4508 (117) | 4114 (108)
F 0353 (7| 112 | 25 F 1 @r9) | 1158 (205 | 4508 (117) | 458 (117)
F 0353 (227.7) | 1147 1/ | 32 H 1 (279) | 11508 (295) | 4-5/8" (117) | 458" (117)
F 0353 (277) | 11122 12 | 40 G 1 279) | 11508 (295) | 4-5/8" (117) | 4508 (117)
G 0554  (357.4) | 1-14 2 32 G | 1238 (314) | 13 (330) | 558 (143) | 434 (121)
¢ 0554  (357.4) | 1-1/2° 2 40 H | 1238 (314) | 13 (330) | 55/8" (143) | 4314 (121)
G 0554 (3574) | 2 2 50 F 140 (356) | 14172 (368) | 718" (181) | 6-1/2° (165)
H 0923  (5955) | 1-1/2" 2 40 F 14 (356) | 14-5/8" (371) | 57/8 (149) | 5358 (137)
H 0923 (5955) | 2’ 2 50 G 140 (356) | 14-5/8" (371) | 578" (149) | 538 (137)
H 0923 (5955) | 1122 21/ | 40 H 140 (356) | 14-5/8" (371) | 578 (149) | 538 (137)
H 0923 (5955) | 2’ 212 | 50 J 14 (356) | 14-5/8" (371) | 57/8" (149) | 5358 (137)
H 0923 (5955) | 21/ 21/ | 65 K 140 (356) | 14-5/8" (371) | 57/8° (149) | 538 (137)
J 1418 (9148) | 2 3 50 J | 16558 (422) | 17158 (435) | 6122 (165) | 6 (152)
J 1418 (914.8) | 2-1/2” 3 65 K | 165/ (422) | 17-18° (435) | 6-1/2 (165) | 6"  (152)
J 1418 (9148) | 3 3 80 L | 16568 (422) | 17158 (435) | 61127 (165) | &  (152)

1 - 1/2" Inlet for “E” orifice is ASME/CE Air/Gas and Steam

(800) 210 - 2525
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KNG740

KNG740 SAFETY VALVES

KNG741 THRU 746 AND 748 LAP JOINT FLANGE - PART NUMBERS

(3KINGSTON

742 ED A \ 3 J 1 A 125

SERIES ~DESCRIPTION | ORIFICE/SIZEID | CONNECTION | SEATING CAP SERVICE OPTIONS ~ |FACEFINISH| SET
KNG741 316SS/Bronze | DC- 1/2'x3/4" | A- 1504 x 150# |M- Metal |1- Liftlever K- ASME VIll-Airigas |1~ None 4. Serrated x| EX125
KNG742 316 SS/Carbon | DD- 1/2"x 1" B- 300# x 1504 | P- PTFE |2- Closed cap L- ASME Vll-Steam |, Crome Serrated
KNG743 316SS/316SS | DE- 3/4" x 3/4" C- 600# x 150# |B- Buna |3- Packed liftlever | J- ASME Vill-Liquid |~ Pating Smooth x
KNG744 Monel/Bronze | DF- 3/4"x 1" D- 900# x 1504 | V= Viton | |t Lever with P- CE - Air/gas 3-02Cleaned | Serated
KNG745 Monel /Carbon | DG- 1"x 1" E- 150# x FNPT |E- EPDM | Ant-VibeSpring | g GE . steam 4 APISeating | - oot
KNG746 Monel/316SS  |EA- 1/2'x 1" F- 300# x FNPT | K- Kalrez | _ (josed Ca D- CE - Liquid 5. 02 Clean | Smooth
KNG748' 316 SS/No-Lead |EB™ 1/2'x 1-1/4" | G- 600# x FNPT |Z- Markez| “ihTestGag | N. NoncodeAirigas |~ APISeating | o

EC- 34" x 1" H- 900# x FNPT o PackedLever | T- Norwcode Steam | - 09 clegn > Smooth

ED- 3/4”x1-1/4” | J- 300# x 300# with Test Gag U- Non-code Liquid Chrome

EG- 1"x1" K- 600# x 600# . Q2/API/

EF- 1"x1-1/4" | L- 900# x 900# Chrome

EH- 1-1/4"x 1-1/4" | M- 150# x FBSPT 8- API/ Chrome

FF- 1"x1-12 [ N- 300# x FBSPT 9- High-Temp

FH- 1-1/4x 1-1/2" | P- 600# x FBSPT

FG- 1-1/2'x 1-1/2" | R- 900# x FBSPT

GG- 1-14'x2" | S- 600# x 300#

GH- 1-1/2'x2" T- 900# x 300#

GF- 2'x2 |

HF- 1-1/2"x 2"

HG- 2'x 2"

HH- 112" x 212"

Ho- 2 x 212"
© - NoLea s noncode and HK- 212" x 212"
available for D,E,F Orifice only - x5
HATLSE et S S

J- 3'x3

KingstonValves.com
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KNG 740 CAPACITY
@KINGSTON KNG SAFETY RELIEF VALVES
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LIQUIDCAPACITY AIRCAPACITY STEAMCAPACITY
KNG740 THRU 748 CAPACITIES KNG740 THRU 748 CAPACITIES KNG740 THRU 748 CAPACITIES
LIQUID GPM - ASME SECTION Vil AIR SCFM - ASME SECTION Vil STEAM LBS/HR - ASME SECTION Vi

SET Orifice Area in? | Flow Coefficient =.791 SET Orifice Area in? | Flow Coefficient = .878 SET Orifice Area in? | Flow Coefficient = .878

PSI |0 zs| 27| e ass| o ssa| wsfwrnars) | PSU | oo | on | | e | [0 | PSU| e | g | w | s | e | v
5 11 18 30 47 78 121 5) 46 79 129 | 202 | 337 | 518 5 129 | 223 | 362 | 569 | 947 | 1455
10 14 24 38 60 100 | 154 10 56 97 157 | 247 | 411 | 632 10 158 | 272 | 442 | 694 | 1156 | 1776
15 16 28 45 71 118 | 181 15 66 114 | 186 | 292 | 486 | 746 15 186 | 321 | 522 | 819 [ 1365 | 2097
20 18 31 51 80 133 | 204 20 76 132 | 214 | 336 | 560 | 860 20 | 215 | 370 | 602 | 944 | 1573 | 2417
25 20 35 56 88 147 | 226 25 87 149 | 243 | 381 | 634 | 975 25 | 243 | 419 | 682 | 1070 [ 1782 | 2738
30 22 37 61 96 159 | 245 30 97 167 | 271 | 425 | 709 | 1089 30 | 272 | 468 | 761 | 1195 [ 1991 | 3058
35 23 40 66 103 | 172 | 264 89 108 | 186 | 302 | 474 | 790 | 1214 35 | 303 [ 522 | 849 | 1333 | 2220 | 3411
40 25 43 70 110 | 184 | 283 40 119 | 205 | 333 | 523 | 872 | 1340 40 | 334 | 576 | 937 | 1470 | 2450 | 3764
45 27 46 75 17 | 195 | 300 45 130 | 224 | 365 | 572 | 954 | 1465 45 | 366 [ 630 | 1025 [ 1608 | 2679 | 4116
50 28 48 79 123 | 206 | 316 50 141 | 243 | 396 | 621 | 1035 | 1591 50 | 397 | 684 [ 1113 | 1746 | 2909 | 4469
55 29 51 83 130 | 216 | 332 55 152 | 263 | 427 | 671 | 1117 | 1716 55 | 428 | 738 | 1200 | 1884 [ 3138 | 4822
60 31 53 86 135 | 225 | 346 60 164 | 282 | 458 | 720 | 1199 | 1842 60 | 460 [ 792 | 1288 | 2022 | 3368 | 5174
65 32 55 90 141 | 235 | 360 65 175 | 301 | 490 | 769 | 1281 | 1967 65 | 491 | 846 | 1376 [ 2159 | 3598 | 5527
70 33 57 93 146 | 243 | 374 70 186 | 320 | 521 | 818 | 1362 | 2093 70 | 522 | 900 | 1464 | 2297 | 3827 | 5880
75 34 59 96 151 | 252 | 387 75 197 | 339 | 552 | 867 | 1444 | 2218 75 | 554 [ 954 | 1551 | 2435 | 4057 | 6232
80 36 61 100 | 156 | 260 | 400 80 | 208 [ 359 | 583 | 916 | 1526 | 2344 80 | 585 [ 1008 [ 1639 | 2573 | 4286 | 6585
85 37 63 103 | 161 | 268 | 412 85 | 219 | 378 | 615 | 965 [ 1607 | 2469 85 | 616 [ 1062 | 1727 | 2710 | 4516 | 6938
90 38 65 106 | 166 | 276 | 424 90 | 231 [ 397 | 646 | 1014 | 1689 | 2595 90 | 648 [ 1116 [ 1815 | 2848 | 4745 | 7290
95 39 67 108 | 170 | 284 | 436 95 | 242 | 416 | 677 | 1063 [ 1771 | 2720 95 | 679 [ 1170 | 1903 | 2986 | 4975 | 7643
100 | 40 68 1M1 | 175 | 291 | 447 100 | 253 | 436 | 708 | 1112 | 1852 | 2846 100 | 710 | 1224 | 1990 | 3124 | 5204 | 7995
125 | 44 76 124 | 195 | 325 | 500 125 | 309 | 532 | 865 [ 1357 | 2261 | 3474 125 | 867 | 1493 | 2429 | 3813 | 6352 | 9759
150 | 49 84 136 | 214 | 356 | 547 150 | 364 | 628 | 1021 [ 1602 | 2670 | 4101 150 | 1024 | 1763 | 2868 | 4502 | 7500 | 11522
175 | 53 90 147 | 231 | 385 [ 591 175 | 420 | 724 | 1177 | 1847 | 3078 | 4729 175 | 1180 [ 2033 | 3307 | 5190 | 8648 | 13285
200 | 56 97 157 | 247 | 411 | 632 200 | 476 | 820 | 1333 | 2093 | 3487 | 5356 200 | 1337 | 2303 | 3746 | 5879 | 9795 [ 15048
225 | 60 103 | 167 | 262 | 436 | 671 225 | 532 | 916 | 1490 | 2338 | 3895 | 5984 225 | 1494 | 2573 | 4185 | 6568 | 1094316812
250 | 63 108 | 176 | 276 | 460 | 707 250 | 587 | 1012 | 1646 | 2583 | 4304 | 6612 250 | 1651 | 2843 | 4624 | 7257 | 1209118575
300 | 69 118 | 193 | 302 | 504 | 774 300 | 699 | 1204 | 1958 | 3073 | 5121 | 7867 275 | 1807 | 3112 | 5063 | 7946 | 1323820338
350 | 74 128 | 208 | 327 | 544 | 836 350 | 811 | 1396 | 2271 | 3564 | 5938 | 9122 300 | 1964 | 3382 | 5502 | 8635 | 1438622101
400 | 79 137 | 223 | 349 | 582 | 894 400 | 922 | 1588 | 2583 | 4054 | 6755 | 10377

450 | 84 145 | 236 | 370 | 617 | 948 450 | 1034 | 1780 | 2896 | 4545 | 7572 [ 11632

500 | 89 153 | 249 | 391 | 651 [ 1000 500 | 1145 | 1972 | 3208 | 5035 | 8389 | 12888

550 | 93 160 | 261 | 410 | 682 [ 1048 550 | 1257 | 2164 | 3521 | 5526 | 9206 | 14143

600 | 97 168 | 273 | 428 | 713 | 1095 600 | 1368 | 2356 | 3833 | 6016 | 10023 | 15398

650 | 101 | 174 | 284 | 445 650 | 1480 | 2549 | 4146 | 6506

700 | 105 | 181 | 294 | 462 700 | 1591 | 2741 | 4458 | 6997

750 | 109 | 187 [ 305 750 | 1703 | 2933 [ 4771

800 | 112 | 193 800 | 1814 | 3125 Capacities are at 10% over set pressure

ggg 112 ;gg ggg ;gis 22(1); Set pressures below 15 PSI are NON-Code

950 | 122 | 211 950 | 2149 | 3701 Maximum backpressure is 10% of set pressure or
1000 | 126 | 216 1000 | 2261 | 3893 S0 PStwhichever s less

1100 | 132 297 1100 | 2484 | 4277 Lifting Device as required by the ASME, ASME
1200 | 138 | 237 1200 | 2707 | 4661 Section VIll: UG136(3)

1300 | 143 | 247 1300 | 2930 | 5046 Each pressure relief valve on air, water at the valve
1400 | 149 | 256 1400 | 3153 | 5430 inlet that exceeds 140 °F, excluding over pressure
1500 | 154 | 265 1500 | 3376 | 5814 or relief events, or steam service shall have a

substantial lifting device which when activated
will release the seating force on the disc when the
pressure relief valve is subjected to a pressure of
at least 75% of the set pressure of the valve.

(800) 210 - 2525 KingstonValves.com
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KNG560 SAFETY VALVES (IKINGSTON

Our KNG560 / 570 series is a high capacity safety valve used for boilers, piping lines
and vessel protection. Designed and engineered for heavy-duty industrial use.

ASME and National Board Certified for Section | and VIIl as well as

CE and CRN Certifications.

KNG560

Use for ASME Section | applications,
Boilers, or most areas where steam safety valves are required.
Set pressure up to 250 PSI (17.2 Bar)

KNG563

Same as Series 560 except with Stainless Steel wetted trimming (Nozzle and Disc)
Set pressure up to 300 PSI (20.7 Bar)

KNG570

ASME Section VIII, CE, CRN certified for unfired vessel protection. KNG560
Used for many applications to protect or relieve pressure for Air / Gas or Steam.
Set pressures: Air up to 300 PSI (20.7 Bar), Steam to 250 PSI (17.2 Bar).

KNG573

Same as Series 570 except with Stainless Steel wetted trimming (Nozzle and Disc)
Set pressure for air and steam up to 300 PSI (20.7 Bar)

Usages:
Steam Boilers, Air Compressors, Dryers, Receivers, Pressure Vessels,

Piping Systems, Accumulators, Reducing Stations, Tanks, Inter/After
Coolers, Cooking Equipment, Autoclaves, Sterilizers or wherever higher
capacity pressure protection or relief may be required.

Features:
* Designed for durability
5 orifices - 12 sizes of piping options
* Top guided seating and discharge
* Full nozzle, high capacity levels
e Short, tuned blow-down with dual-ring technology
* Heavy duty hood and lever mechanism
e Standard 17-7 stainless steel springs

Options: KNG573

¢ O-ring seating options (see charts)

¢ Packed lift lever

e Stainless steel trimming package, nozzle, disc (all sizes)
* Bubble tight seating options

e Anti-vibration spring for lift lever

* BSPTand BSPP pipe threading — —
. . ] A, )| -'-!
e Tri-Clamp Inlets P ] ['se] rT\B
* 02 Cleaning Ay D A c € CRN

KingstonValves.com (800) 210 - 2525
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INLET AND LIFT LEVER OPTIONS
KNG SAFETY RELIEF VALVES

KNG560 / 570 / 573

KINGSTON

D ITEM # DESCRIPTION KNG560 / 570 KNG563 / 573
e (D 1 Body B16/B62-C83600 SA479-316 SS
5 7 i 2 Bonnet B584-C84400 B584-C84400
) { 3 Lower Ring B584-C84400 B584-C84400
5 ,/ P ( 4 Lock Screw B16 Brass B16 Brass
/' i 5 Upper Ring B584-C84400 B584-C84400
7 ;] 0 6 Spring Support B16 Brass B16 Brass
.‘ | i 7 Lift Lever Steel / Plated Steel / Plated
} ;' \@ 8 Seal Wire Steel / Galvanized Steel / Galvanized
¢ " RS 9 Hood Aluminum / Plated Aluminum / Plated
5 , Xq 3 19 10 Lifter Nut B16 Brass B16 Brass
7 / ' . ] f 20 11 Jam Nut 18-8 SS 18-8 SS
12 Lever Pin B16 Brass B16 Brass
2 i _ 13 Pressure Screw B16 Brass B16 Brass
| 14 Lock Nut B16 Brass B16 Brass
2 - g 15 Stem B16 Brass B16 Brass
: X 16 Spring Plate B16 Brass B16 Brass
17 Spring 302/17-7 SS 302/17-7 SS
18 Disc Nut B16 Brass B16 Brass
19 Ball Bearing 440 SS 440 SS
~"C'— 20 Disc B16 Brass SA479-316 SS
21 Name Plate Stainless Stainless

KNG560-563-570-573

FLOW AREA SIZE DIMENSIONS - in (mm) WEIGHT

ORIFICE In? (mm?) INLET | OUTLET | DN | D A B c Lbs. (Kg)
D 0125  (80.6) 112 34 15 | ¢ | 714 (184) | 212 (64) 112 (38) | 25(1.1)
D 0125  (80.6) 34 34 20 | D | 714 (184) | 212 (64) 1172 38) | 25(1.1)
E 0221 (1426) 34" 1 20 | D | 7568 (194) | 212 (64) 1-5/8"  (41) 3(14)
E 0221  (1426) 1 1 25 | E | 758 (194) | 212 (64) 1-5/8"  (41) 3(14)
F 0352 (227.1) 1 14 | 25 | E | 878 (225 | 278 (73) 1-314 (44) 4(18)
F 0352  (227.1) | 114 14 | 32 | F | 88 (225 | 278 (73) 1-314" (44) 4(18)
G 0567  (365.8) | 1-14’ =2 | 32 | F | 92 (241) | 314 (83 214 (57) 6(2.7)
G 0567  (365.8) | 1-1/2" 12 | 40 | 6 | 912 (241) | 314 (83) 214" (57) 6(2.7)
H 0899  (580.0) | 1-1/2’ 2 0 | ¢ 1woo@r9) | 358 92 | 212 (64) | 1045)
H 0899  (580.0) s vy 5 | H 1 (@r9) | 3568 (%) 2112 (64) | 10145)
J 1463 (9439) 2 212 | 50 | H | 12568 (321) g (102 | 318 (79 | 15(6.8)
J 1463 (9439) | 212 242 | 65 | J | 12:5/8" (321) £ (102 | 318 (79 | 15(68)

MIN. TEMP  MAX. TEMP

MAX PRESSURE

SERIES METALS °F (°C) °F (°C) PSI (BAR) SERVICES CERTIFICATIONS
KNG560 Brass/Bronze -20° -(29°) 406° (208°) 250 (17.2) Steam ASME I, CE, CRN
KNG563 Stainless/Bronze -20° -(29°) 425° (218°) 300 (20.7) Steam ASME |, CE, CRN
KNG570 Brass/Bronze -20° -(29°) 406° (208°) 250 (17.2) Air / Gas / Steam ASME VIII, CE, CRN
KNG573 Stainless/Bronze -20° -(29°) 425° (218°) 300 (20.7) Air / Gas / Steam ASME VIII, CE, CRN

(800) 210 - 2525
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KNG560 SEATING OPTIONS

(3KINGSTON

SEATING MATERIALS

MATERIAL NAMES M!,': .{i“;lp Mé;((‘l;lél;llP USE FOR:
| oo | ) | we | s Aol Serane s e Eere G, e, sl s
EPDM -40° -(40°) 303° (151°) itc?c?g] A(Illigl(:: 55 psi), Water, Hot Water, Acetone, Beer, Brake Fluid, Hydrogen Gas, Sulfur Dioxide,
FFKM Markez® 5° -(15°) 500° (260°) | Aromatic Hydro_carbons, Chlorinated Hydrocarbons, Polar Solvents (ketones, esters, ethers), Inorganic
Kalrez® -10° -(23°) 550° (288°) and Organic Acids, Water, and Steam.
PTFE -450° -(268°) 500° (260°) | Cryogenic Service including Argon, Carbon Dioxide, Helium, Hydrogen, Nitrogen, Oxygen, Steam

SOFT SEAT OPTION

ITEM # DESCRIPTION KNG560 / 570 KNG563 / 573
22 Disc B16 Brass A479-316 SS
23 O-Ring Various Various
24 Center Insert B16 Brass A479-316 SS
25 Screw 18-8 SS 18-8 SS

KNG560-563-570-573 PART NUMBERS

R

—(s} .VA#E\“ '44

Soft Seat Option

KingstonValves.com

KNG573 DC 1 M 1 L 1 250
SERIES  DESCRIPTION | ORIFICE/SIZE ID CONNECTION | SEATING CAP SERVICE OPTIONS SET
KNG5Go Brass/Bronze DC- 1/2” x 3/4” 1- NPT MxF M- Metal 1- Lift lever K- ASME Vllil-Air/gas 1- None Ex.250

Section | DD- 3/4” x 3/4" 2- NPT FxF P- PTFE  |3- Packed lift lever L- ASME VIII-Steam | 2- Chrome
KNGss3 31658 /Bronze | DH- 1"x 314" 3- BSPTMxF  |B- Buna  Lift Lever with A- ASME | Steam Plating
Section | DJ- 1-1/2" x 3/4” 4- BSPT FxF V- Viton Anti-Vibe Spring | P- CE - Air/gas 3- 02 Cleaned
Brass/Bronze ED- 3/4"x1" Tri-Clampx  |E- EPDM Packed Lever E- CE - Steam 4- AP Seating
KNGST0 Section Vil EE- 1"x 1" NPT K Karez | o N- Non-code Air/
with Test Gag 2ES 5. 02 Clean /
KNGs73 316SS/Bronze | EJ- 1-12'x T _ Tri-Clampx | Z- Markez |9 paqy Tostiever | T- Non-code Steam APl Seating
Section Vil FE- 1”x1-1/4 BSPT 02 Clean |/
FF- 1-1/4’x1-1/4" | 8- BSPP MxF & Chrome
FG- 1-1/2'x1-1/4" | 9- BSPP FxF S Q2IAPI/
GF- 1-1/4” x 1-1/2” * Chrome
GG- 1-1/2" x 1-1/2” Note: API/ Chrome
HG- 1-1/2"x 2" Trﬁ(gz;lmp connections are Series 563 / 573 Only. Chrome
HH- 2" x 2" 1/2” and 1-1/4” inlet not available in Tri-Clamp.
JH- 2 x 212" Sizes DH - DJ - EJ - FG are Tri-Clamp only.
JJ- 2472 x 2112

(800) 210 - 2525
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KINGSTON KNG SAFETY RELIEF VALVES

STEAMCAPACITY STEAMCAPACITY AIRCAPACITY

KNG560 / 563 CAPACITIES STEAM KNG570/ 573 CAPACITIES STEAM KNG570 / 573 CAPACITIES AIR
LBS/HR - ASME SECTION | LBS/HR - ASME SECTION Vil SCFM - ASME SECTION VIiI
SET Orifice Area in? | Flow Coefficient = .856 SET Orifice Area in? | Flow Coefficient = .856 SET Orifice Area in? | Flow Coefficient = .856
psi | © | & K I c L I L psi | © | ® | e | o “n psi | @ | ® | © | © [ W “gr
25 | 221 | 352 | 567 | .899 | 1.463 A25 | 221 | 352 | 567 | .899 | 1.463 25 | 221 | 352 | 567 | .899 | 1.463
5 120 | 211 | 337 | 542 | 860 | 1400 5 125 | 221 | 352 | 567 | 900 | 1464 5 45 79 | 125 | 202 | 320 | 521
10 | 147 | 260 | 414 | 667 | 1058 | 1722 10 | 153 | 270 | 430 | 692 [ 1098 | 1787 10 54 96 | 153 | 246 | 391 | 636
15 | 175 [ 309 | 492 | 792 | 1256 | 2044 15 | 180 | 319 | 507 | 817 [ 1296 | 2109 15 64 | 13 | 181 [ 291 | 461 [ 751
20 | 202 | 358 [ 569 [ 917 | 1454 | 2367 20 | 208 | 367 | 585 | 942 | 1494 | 2431 20 74 | 131 | 208 | 335 | 532 | 865
25 | 230 | 406 | 647 | 1042 [ 1653 | 2689 25 | 235 | 416 [ 663 | 1067 | 1692 | 2754 25 84 | 148 | 236 | 380 | 602 | 980
30 | 257 | 455 [ 725 | 1167 [ 1851 | 3012 30 | 263 | 465 [ 740 | 1192 | 1890 | 3076 30 94 | 165 | 263 | 424 | 673 | 1095
35 | 285 | 504 | 802 [ 1292 | 2049 | 3334 35 | 293 | 518 | 826 [ 1330 | 2108 | 3431 35 | 104 | 184 [ 294 | 473 | 750 | 1221
40 | 312 | 552 | 880 [ 1417 | 2247 | 3657 40 | 323 | 572 | 911 | 1467 | 2326 | 3786 40 | 115 | 204 | 324 | 522 | 828 | 1348
45 | 340 | 601 [ 957 | 1542 [ 2445 | 3979 45 | 354 | 625 | 996 | 1605 | 2544 | 4141 45 | 126 | 223 | 355 | 571 [ 906 | 1474
50 | 368 | 650 [ 1035 | 1667 | 2643 | 4302 50 | 384 | 679 [ 1082 | 1742 | 2762 | 4495 50 | 137 | 242 | 385 | 620 | 983 | 1600
55 | 395 | 699 [ 1113 [ 1792 | 2842 | 4624 55 | 414 | 733 | 1167 [ 1880 | 2980 | 4850 55 | 147 | 261 | 415 | 669 | 1061 | 1726
60 | 423 | 747 [ 1190 [ 1917 | 3040 | 4947 60 | 445 | 786 | 1252 [ 2017 | 3198 | 5205 60 | 158 | 280 | 446 | 718 | 1138 | 1853
65 | 450 | 796 [ 1268 | 2042 | 3238 | 5269 65 | 475 | 840 [ 1338 | 2155 | 3416 | 5559 65 | 169 | 299 [ 476 | 767 | 1216 | 1979
70 | 478 | 846 | 1347 [ 2170 | 3440 | 5598 70 | 505 | 893 [ 1423 | 2292 | 3634 | 5914 70 | 180 | 318 [ 506 | 816 | 1294 | 2105
75 | 507 | 896 | 1427 [ 2298 | 3644 | 5930 75 | 536 | 947 | 1508 [ 2430 | 3852 | 6269 75 | 191 | 337 [ 537 | 865 | 1371 | 2231
80 | 535 | 946 | 1507 [ 2427 | 3848 | 6262 80 | 566 | 1001 | 1594 [ 2567 | 4070 | 6624 80 | 201 | 356 | 567 | 914 | 1449 | 2358
85 | 563 | 996 [ 1587 | 2556 | 4052 | 6595 85 | 596 | 1054 [ 1679 | 2705 | 4288 | 6978 85 | 212 | 375 [ 598 [ 963 | 1526 | 2484
90 | 592 | 1046 | 1667 | 2685 | 4256 | 6927 90 | 627 | 1108 [ 1764 | 2842 | 4506 | 7333 90 | 223 | 394 | 628 | 1012 | 1604 | 2610
95 | 620 | 1097 [ 1747 | 2813 | 4461 | 7259 95 | 657 | 1161 | 1850 [ 2979 | 4724 | 7688 95 | 234 | 413 | 658 | 1061 | 1681 | 2736
100 | 649 [ 1147 | 1826 | 2942 | 4665 | 7591 100 | 687 | 1215 | 1935 | 3117 | 4942 | 8043 100 | 245 | 432 | 689 | 1109 | 1759 | 2863
110 | 705 [ 1247 | 1986 | 3199 | 5073 | 8255 110 | 748 | 1322 | 2106 | 3392 | 5378 | 8752 110 | 266 | 471 | 750 | 1207 | 1914 | 3115
120 | 762 | 1347 | 2146 | 3457 | 5481 | 8920 120 | 808 | 1429 | 2276 | 3667 | 5814 | 9461 120 | 288 | 509 | 810 | 1305 | 2069 | 3368
130 | 819 [ 1448 | 2306 | 3714 | 5889 | 9584 130 | 869 | 1536 | 2447 | 3942 | 6250 (10171 130 | 309 | 547 | 871 | 1403 | 2225 | 3620
140 | 876 | 1548 | 2466 | 3972 | 6297 | 10248 140 | 930 | 1644 | 2618 | 4217 | 6686 |10880 140 | 331 | 585 | 932 | 1501 | 2380 | 3873
150 | 932 | 1648 | 2626 | 4229 | 6706 | 10913 150 | 990 | 1751 | 2789 | 4492 | 7122 (11590 150 | 352 | 623 | 993 [ 1599 | 2535 | 4125
160 | 989 | 1749 | 2785 | 4487 | 7114 | 11577 160 | 1051 | 1858 | 2959 | 4767 | 7558 [12299 160 | 374 | 661 | 1053 | 1697 | 2690 | 4378
170 | 1046 | 1849 | 2945 | 4744 | 7522 | 12241 170 | 1111 | 1965 | 3130 | 5042 | 7994 (13009 170 | 396 | 699 | 1114 | 1795 | 2845 | 4630
180 | 1103 [ 1949 | 3105 | 5002 | 7930 | 12905 180 | 1172 | 2072 | 3301 | 5317 | 8430 13718 180 | 417 | 738 | 1175 ] 1892 | 3000 | 4883
190 | 1159 | 2050 | 3265 | 5259 | 8338 | 13570 190 | 1233 | 2179 | 3471 | 5592 | 8866 |14428 190 | 439 | 776 | 1236 | 1990 | 3156 | 5135
200 | 1216 | 2150 | 3425 | 5517 | 8747 | 14234 200 | 1293 | 2287 | 3642 | 5866 | 9302 | 15137 200 | 460 | 814 | 1296 | 2088 | 3311 | 5388
210 | 1273 | 2251 | 3585 [ 5774 | 9155 | 14898 210 | 1354 [ 2394 | 3813 | 6141 | 9737 | 15846 210 | 482 | 852 | 1357 [ 2186 | 3466 | 5640
220 | 1330 | 2351 | 3744 [ 6031 | 9563 | 15563 220 | 1415 [ 2501 | 3983 | 6416 [10173| 16556 220 | 503 | 890 | 1418 [ 2284 | 3621 | 5893
230 | 1386 | 2451 | 3904 | 6289 | 9971 | 16227 230 | 1475 | 2608 | 4154 [ 6691 | 1060917265 230 | 525 | 928 | 1479 | 2382 [ 3776 | 6145
240 | 1443 | 2552 | 4064 | 6546 (1037916891 240 | 1536 | 2715 | 4325 | 6966 | 1104517975 240 | 547 | 966 | 1539 | 2480 [ 3931 | 6398
250 | 1500 | 2652 | 4224 | 6804 | 1078817556 250 | 1596 [ 2822 | 4495 | 7241 [ 1148118684 250 | 568 | 1005 | 1600 | 2577 | 4087 | 6650
270 | 1613 | 2853 | 4544 [ 7319 [ 11604 | 18884 270 | 1718 [ 3037 | 4837 | 7791 (1235320103 270 | 611 | 1081 | 1722 | 2773 | 4397 | 7156
290 | 1727 | 3053 | 4863 | 7834 [12421]20213 290 | 1839 | 3251 | 5178 | 8341 [13225]|21522 290 | 655 [ 1157 | 1843 | 2969 | 4707 | 7661
300 | 1784 | 3154 | 5023 [ 8091 |12829]20877 300 | 1899 | 3358 | 5349 [ 8616 | 13661 |22231 300 | 676 | 1195 | 1904 [ 3067 | 4863 | 7913

(800) 210 - 2525 KingstonValves.com
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KNG69 RELIEF VALVES (CIKINGSTON

KNG69

The KNG69 an industry standard relief valve used for liquid relief and by-pass.
Engineered and designed for heavy duty, industrial and commercial usages.

A single piece bonnet to eliminate leakage while allowing for simple cleaning.
Easy removable sealed hex-cap to adjust pressure.

Valves are calibrated (set to pressure) based on a range of flow-rates (GPM)
versus seat size and set pressure. Standard valve is set to pressure to achieve
flow rate maximum and minimums within each set pressure range.

See capacity chart for details.

Temperatures -60°F (-51°C) to 406°F (208°C), low reduced to -320°F (-196°C)
with PTFE option, high increased to 425°F (218 °C) with stainless option.

Usages: Include liquid by-pass, regulation, continuous relief and
over-protection. Used on pumping stations, tanks, hydraulics,
fluid / piping lines, oil fields, gas lines and more where a
Liquid or Water Relief Valve is needed.

Features: < Field adjustable by simple removal of the hex-cap
* Metal to metal precision lapped seating
e Back pressure tested
* Ease of cleaning and maintenance with simple bonnet
removal
* Stainless steel springs
* Single piece - 100% leak free bonnet
* Cryogenic compatible

Options: e BSPT and BSPP connections
* Female inlet
e Viton embedded o-ring at hex cap
e Packed lift lever
* Wide range (WR) adjustable (150 PSI increments)
e Stainless steel body and disc
* Low Lead Configurations (for a potable Water Relief Valve)
* PTFE Seating
e Tamper proof wire seal
e 02 Cleaning
* Adjustable wheel handle

Wide Range:

KNGB9 is available with a wider adjustable range (as an option).
Valves are set to the mid-level pressure (or as specified).

Typical wide-range is 150 PSI increments.

Note: Flow rates are not showing.

KingstonValves.com (800) 210 - 2525
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KNG SAFETY RELIEF VALVES

ITEM # DESCRIPTION BRASS OPTION STAINLESS OPTION
1 Body B16/B283 SA479-316
2 Bonnet B584-C84400 B584-C844
S Ball Stainless Stainless
4 Disc B62-C83600 SA479-316
5 Nameplate Stainless Stainless
6 Disc Nut B16 Brass B16 Brass
7 Spring Support 16 Brass B16 Brass
8 Spring 302/17-7 SS 302117-7
9 Spring Plate B16 Brass B16 Bras
10 Hood Seal PTFE PTFE

Hood B16 Brass B16 Brass
Pressure Screw B16 Brass B16 Brass
Spring Post B16 Brass B16 Brass
Lock-nut B16 Brass B16 Brass

- a

Hood Configuration
for 1" and up

N

Female Connections
"A" Dimensions same as Male

DIMENSIONS - in (mm) WEIGHT
SERIES SIZE ID INLET OUTLET DN A B Lbs. (Kg)
69 A1 12 112 15 & (152) 2112’ (64) 1-3/8” (35) 17(0.8)
69 A2 12 34 15 & (152) 2112 (64) 1-3/8” (35) 17(0.8)
69 B1 34 3 20 6-1/4” (159) 2-5/8” (67) 1-1/2” (38) 22(1)
69 B2 34 1 20 6-1/4” (159) 2-5/8" (67) 1-1/2” (38) 22(1)
69 C1 1 1 25 7-3/8" (187) 278" (73) 1-3/4” (44) 3(14)
69 c2 1 114 25 7-3/8" (187) 278 (73) 1-3/4” (44) 3(14)
69 D1 1147 114 32 8-1/4” (210) 3-3/8” (86) 2 (51) 4(18)
69 D2 114 1172’ 32 8-1/4” (210) 3-3/8" (86) 2 (51) 4(18)
69 E1 1-1/2” 1-1/2’ 40 9112’ (241) 3112 (89) 2-1/8" (54) 5.8 (2.6)
69 E2 1-1/2” 2 40 9112’ (241) 3112 (89) 218" (54) 5.8 (2.6)
69 F1 2 2 50 1’ (279) 3-7/8" (98) 2-5/8" (67) 9.7 (4.4)
69 F2 2 2112 50 1’ (279) 3-7/8" (98) 2-5/8" (67) 9.7 (4.4)
69 G1 2112 2172 65 13 (330) 51147 (133) 3-5/8” (92) 19(8.6)
69 G2 2112 ¥ 65 13 (330) 514" (133) 3-5/8” 92) 19(8.6)
69 H1 3 3 80 13114 (337) 5-5/8" (143) 3-5/8” (92) 19 (8.6)

(800) 210 - 2525
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KNG69 OPTIONS

(3KINGSTON

PACKED LIFT LEVER OPTION

ITEM # DESCRIPTION MATERIAL
1 Handle B16 Brass
2 Handle Screw Steel/Plated
3 Cam B16 Brass
4 Retaining Ring Steel/Plated
5 O-RiIngs Viton
6 Cam Nut B16 Brass
7 O-RIng PTFE
8 Hood B16 Brass
9 Jam Nut 18-8 SS
10 Lifter Nut B16 Brass
1 Hood Seal PTFE
12 Plug .
@ e S o
14 Gag Screw

ITEM # DESCRIPTION BRASS STAINLESS
1 Body B16/B283 SA479-316 SS
15 Support B16 Brass B16 Brass
16 Disc B16 Brass SA479-316 SS
17 Insert PTFE PTFE
18 Disc Wings B16 Brass SA479-316 SS

MIN. TEMP MAX. TEMP?* MAX PRESSURE"?
METALS °F (°C) °F (°C) PSI (BAR) SERVICES CERTIFICATIONS
112"t0 3" Brass/Bronze 1-60° -(51°) 406° (208°) 600 (41.4) Liquid Non-Code
KNG 12"t0 3" Stainless/Bronze -320° -(196°) 425° (218°) 600 (41.4) Liquid Non-Code
69 12"t0 3 No Lead -60° -(51°) 406° (208°) 600 (41.4) Liquid Non-Code
1/2"t0 3" Stainless/No Lead -320° -(196°) 425° (218°) 600 (41.4) Liquid Non-Code

" PTFE disc lowers minimum temperature to -320°F

KNG69 PART NUMBERS

KingstonValves.com

KNG69 c 1 A 1 M 3 U 1 125
SERIES INLET OUTLET METALS CONNECTION | SEATING CAP SERVICE OPTIONS SET
KNG69 | A- 1/2 ;. Same Size A- Brass/Bronze 1- NPT MxF M- Metal | 2- Closed cap u. Non-Code 1- None Ex.125
» " as Inlet ; " Liquid
B- 3/4 5. 316 SS Nozzle- 2- NPT FxF P- PTFE 3- Packed lift lever q 5 Chrome
c- 17 ,.. NextLarger Disc w/Bronze 3- BSPT MxF 6. Closed Ca Plating
s than fne L. NoLead Nozzle- 4- BSPTFxF with Test Gag 5 02
» " Disc-Bonnet " Cleaned
E- 1-1/2 8- BSPP MxF 6 Packed Lever
= 2 316 Nozzle-Disg/ | - BSPPFXF (MTEHEEE
G- 21/’ M- No Lead Bonnet
g. Closed Cap
H- 3 With O-Ring
W- Wheel Handle

(800) 210 - 2525
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LIQUID CAPACITY
@KINGSTON KNG SAFETY RELIEF VALVES

LIQUIDCAPACITY

KNG69 LIQUID CAPACITY
GPM AT 25% OVER SET PRESSURE

FLOW
FACTOR 1.586 | 3.088 | 4.820 | 6.821 | 8.769 [13.019|17.540 [ 22.135
PSI A B c D E F G H

12 | 3147 17 (1147 (1427 [ 2* | 242" | 37
5 4.0 8 12 17 22 33 44 55
10 5.6 " 17 24 31 46 62 78
20 79 15 24 34 44 65 88 m
30 9.7 19 30 42 54 80 107 | 136
40 1.2 22 34 48 62 92 124 | 157
50 125 | 24 38 54 69 103 [ 139 | 175
60 137 | 27 42 59 76 13 | 152 | 192
70 148 | 29 45 64 82 122 | 164 | 207
80 159 | 31 48 68 88 130 | 175 | 221
90 16.8 | 33 51 72 93 138 | 186 | 235
100 177 | 35 54 76 98 146 | 196 | 247
120 19 38 59 84 107 [ 159 | 215 | 271
140 21 41 64 90 16 | 172 | 232 | 293
160 22 44 68 96 124 | 184 | 248 | 313
180 24 46 72 102 | 132 | 195 | 263 | 332
200 25 49 76 108 | 139 | 206 | 277 | 350
225 27 52 81 14 | 147 | 218 | 294 | 3N
250 28 55 85 121 155 | 230 | 310 | 391
275 29 57 89 126 | 163 | 241 | 325 | 410
300 31 60 93 132 | 170 | 252 | 340 | 429

325 32 62 97 137 | 177 | 262

350 33 65 101 143 | 183 | 272
375 34 67 104 | 148 | 190 | 282

400 35 69 108 | 153 | 196 | 291

450 38 73 114
500 40 77 121

550 42 81 126

600 43 85 132

Set pressures not limited to this chart.
Specify when ordering.

(800) 210 - 2525 KingstonValves.com
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KNG88 / 89

KNG88 / 89 SAFETY VALVES

KNGSS8

KNG88 are multiple purpose safety valves for air / gas protection.

Designed for durability, yet an economical choice for safety and relief applications.

Choose for a variety of applications where mid-level capacity is required.
ASME and National Board Certified for Section VIII as well as CRN Certifications.

Temperatures -60°F (-51°C) to 406°F (208°C), low reduced to -320°F (-196°C)
with PTFE option, high increased to 425°F (218 °C) with stainless option.

KNGS89

KNG89 the same as Series 88, but with a closed cap.
ASME and National Board Certified for Section VIII as well as CRN Certifications.

Temperatures -60°F (-51°C) to 406°F (208°C), low reduced to -320°F (-196°C)
with PTFE option, high increased to 425°F (218° C) with stainless option.

Usages: Over pressure protection on Pressure vessels, Piping systems,
Tanks, Compressors, Dryers, Inter and After-coolers

Precision lapped metal to metal seating
* Stainless steel springs

* Ruggedly constructed

* C(Closed seal hex cap or lift lever options

* Wide variety of inlet and outlet options

¢ Disc-guided seat provides quick, accurate
and excellent re-seating

Features:

Options: * Stainless steel body and disc
* Chrome plating
* Viton embedded o-ring at hex cap
* Packed lift lever
* Low Lead Configurations
* PTFE Seating
* Oxygen cleaning
e BSPT and BSPP connections

Standard with PTFE seating
¢ 02 Cleaned and bagged

Cryogenic:

KingstonValves.com

(3KINGSTON
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DIMENSIONS & MATERIALS
@KINGSTON KNG SAFETY RELIEF VALVES

3 Z 3 ITEM # DESCRIPTION BRASS STAINLESS
1 Body B16/B283-C37700 SA479 316 S
TR 16 2 Disc B62-C83600 SA479316'S
9 @ 3 Bonnet B584 C84400 B584 C84400
73 4 Lock Screw B16 Brass B16 Brass
5 Lower Ring B584 C84400 B584 C84400
0/ 6 Ball Stainless Stainless
8 AT 7 Disc Nut B16 Brass B16 Brass
7 8 Spring Support B16 Brass B16 Brass
6 9 Lift Lever Plated Steel Plated Steel
5 S 10 Seal Wire Steel / Lead Steel / Lead
SEAL 1 Hood Aluminum Aluminum
% 12 Lifter Nut B16 Brass B16 Brass
3 ™ 4 13 Jam Nut 18-8 SS 18-8 S =
5 14 Lever Pin B16 Brass B16 Brass %
15 Pressure Screw B16 Brass B16 Brass 00
] | 16 Locknut B16 Brass B16 Brass 00
Fﬁ — 17 Spring Post B16 Brass B16 Brass ;
18 Spring Plate B16 Brass B16 Brass ©
19 Spring 302/17-7 SS 302/17-7 SS
yé% [T 20 Nameplate Stainless Stainless
'ﬁg % 14 21 Closed Hood B16 Brass B16 Brass
Al 9 i 2 Closed Hood Seal PTFE PTFE
¢ |4

A
4

m‘A

g

1/2" & 3/4" 1/2"-3/4"

N

Series 89 Series 89 Lift Levers

KNG88 / 89
DIMENSIONS - in (mm) WEIGHT
SIZEID | INLET | OUTLET | DN A-88 A-89 B c Lbs. (Kg)
Al 12 112 15 678"  (175) 6 (152) | 212 ©®4) | 138 @3 | 1708
A2 12 34 15 6708  (175) & 152) | 212 ©®4) | 138 @3 | 1708
B1 34 34 20 78 (181) | 64 (159) | 2508 67 | 112 (3) 22(1)
B2 34 1 20 78 (181) | 64 (159) | 2508’ 67 | 112 (38) 22(1)
c1 1 1 25 7708 (2000 | 7308 (187) | 2-7/8 73) | 134 (44 3(14)
c2 i 114 25 778 (2000 | 738 18y | 2708 ) | 134 (44 3(1.4)
D1 IR R 32 834 (222 | 814 (2100 | 3308 (86) 2 (51) 4(18)
D2 -4 1R 32 834" (222 | st (10) | 330 (86) 2 (51) 4(18)
E1 112 1R 40 97/8"  (251) | 912 (1) | 3 89) | 218 (54 | 58(26)
E2 172" 2 40 97/8  (251) | 9/ (41) | 3 8) | 28 54 | 58026
F1 2 2 50 114 (286) 17 @r9) | 378 ©8) | 258  67) | 9744
F2 2 2112 50 114" (286) 17 @79) | 378 ©8) | 258  67) | 9744
G 21122 2412 65 13718 (352) 13 (330) | 514 (133) | 3587 (92) 19(8.6)
G2 2112’ 3 65 13718 (352) 13 (330) | 514 (133) | 358 (92) 19.(8.6)
H1 3 3 80 137/ (362) | 13-4 (337) | 55l (143) | 358 (92) 19(8.6)

“G” and “H” are Non-Code

(800) 210 - 2525 KingstonValves.com
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KNG88 / 89 OPTIONS

PTFE SOFT SEAT

ITEM DESCRIPTION BRASS STAINLESS
1 Body B16/B283 SA479-316 SS
5 Lower Ring B584-C84400 B584-C84400
23 Disc Wings B16 Brass SA479-316 SS
24 Insert PTFE PTFE
25 Disc B16 Brass SA479-316 SS
26 Support B16 Brass B16 Brass

PACKED LIFT LEVER OPTION

(3KINGSTON

ITEM DESCRIPTION MATERIAL 2 (@ (B) (3
1 Handle B16 Brass
2 Handle Screw Steel/Plated
8 Cam B16 Brass 2
4 Retaining Ring Steel/Plated
o 5 O-RIngs Viton ]
o0 6 Cam Nut B16 Brass
; 7 O-Ring PTFE 1
0 8 Hood B16 Brass
g 9 Jam Nut 18-8 Stainless
< 10 Lifter Nut B16 Brass
1 Hood Seal PTFE
12 Plug )
" e S ;
14 Gag Screw

SERIES METALS M",NF' (T'f:")"P MAZ(# Ifé“)"m MAXP';T(E;:%RE'Z SERVICES CERTIFICATIONS
12"t0 3" Brass/Bronze -60° -(51°) 406° (208°) 250 (17.2) Air/ Gas / Steam ASME VIII
KNG 1263 | Stainless/Bronze -320° -(196°) 425° (218°) 250 (17.2) Alr/ Gas / Steam ASME VIl
88189 | 1203 No Lead 60°4(51°) 406° (208°) 250 (17.2) At/ Gas | Steam ASME VIl
12103 | StainlessiNoLead |  -320°-(196°) 425° (218°) 250 (17.2) Air/ Gas | Steam ASME VIl

" PTFE disc lowers minimum temperature to -320°F

KNG88 / 89 PART NUMBERS

KingstonValves.com

KNG88 c 2 A 1 M 1 K 1 125
SERIES INLET OUTLET METALS CONNECTION | SEATING CAP SERVICE OPTIONS SET
KNG88 | A- 12" 1. Same Size A- Brass/Bronze 1- NPT MxF M- Metal | 1- Liftlever K. ASME VI 1- None Ex.125
KNG89 | B- 34’ as Inlet 5 316SSNozze- | 2 NPTFF | P PTFE | 2- Closed cap Airlgas o
¢ 1|, NextLarger Disc wiBronze 1 3. BSPT MxF 3- Packed LiftLever | | Noncode FENE
» " than Inle " Air/gas
D- 11/ . NoLead Nozzle- 4- BSPTFxF 4. LiftLever Ant g 3- 02 Cleaned
E- 1-1/2” Disc-Bonnet 8- BSPP MxF Vibration Sprlng Noncode 4- AP Seating
T
» Steam
i \1. 316 Nozzle-Disc/ | & BSPPFXF 5. Closed Ca 5. 02Clean/
G- 212 No Lead Bonnet with Test Gag API Seating
H- 3 6. Packed Lever
with Test Gag
Closed Cal
8 with O-Ring

(800) 210 - 2525



https://www.kingstonvalves.com/?utm_source=catalog&utm_medium=pdf&utm_campaign=kng&utm_id=kngpdf&utm_term=link&utm_content=png

AIR CAPACITY
@KINGSTON KNG SAFETY RELIEF VALVES

AIRCAPACITY

KNG88 / 89 AIR CAPACITY

SCFM - ASME SECTION VIII
SLOPE | 0.644 | 0.930 | 2.274 | 3.504 | 4.900 | 7.404 | 13.416|16.980

SET A B C D E H G* H*
PSI 127 | 3147 17 (1147 (142" [ 2 | 24/2" | 37

5 15.0 | 21 52 80 11 168 | 305 | 385
10 180 [ 26 63 97 136 | 205 | 372 | 470
15 21.0 | 30 74 115 | 160 | 242 | 439 | 555
20 240 | 35 86 132 | 185 [ 279 | 506 | 640
25 27.0 | 40 97 150 | 209 | 316 | 573 | 725
30 31.0 | 44 108 | 167 | 234 | 353 | 640 | 810
35 340 | 49 121 | 186 | 261 | 394 | 714 | 903
40 380 | 55 133 | 206 | 288 | 435 | 788 | 997
45 410 | 60 146 | 225 | 315 | 475 | 861 | 1090
50 450 | 65 158 | 244 | 342 | 516 | 935 | 1184 ]
55 480 | 70 171 | 264 | 368 | 557 | 1009 | 1277 ; i
60 52 75 184 | 283 | 395 [ 598 | 1083 | 1370 =

65 56 80 196 | 302 | 422 | 638 | 1156 | 1464
70 59 85 209 | 321 [ 449 | 679 | 1230 [ 1557
75 63 90 221 | 341 | 476 | 720 | 1304 | 1650
80 66 96 234 | 360 [ 503 | 760 | 1378 | 1744
85 70 101 | 246 | 379 | 530 | 801 | 1452 | 1837
90 73 106 [ 259 | 398 | 557 | 842 [ 1525 | 1931
95 77 M1 ] 271 | 418 | 584 [ 883 | 1599 | 2024
100 80 16 | 284 | 437 | 611 | 923 | 1673 | 2117
120 94 136 | 334 | 514 | 719 | 1086 | 1968 | 2491
140 109 | 157 | 384 | 591 | 827 | 1249 | 2263 | 2865
160 123 | 177 | 434 | 668 | 934 [ 1412 | 2558 | 3238
180 137 | 198 | 484 | 745 | 1042 | 1575 | 2854 | 3612
200 151 | 218 | 534 | 822 | 1150 | 1738 | 3149 | 3985
220 165 | 239 | 584 | 899 | 1258 | 1901 | 3444 | 4359
240 179 | 259 | 634 | 977 | 1366 | 2063 | 3739 | 4732
250 187 | 269 | 659 | 1015 | 1420 | 2145 | 3887 | 4919

Srvrvves

=
Z
(D)
(0]
(00
~
(0]
©

Set Set pressures not limited to this chart. Specify when ordering. Capacities
are at 3 PSl or 10% (whichever is greater) over set pressure

*2-1/2" ("G”) and 3" (“H") sizes are NON-Code

Set pressures below 15 PSI (1.03 Bar) are NON-Code..

Maximum back-pressure is 10% of set pressure or 50 PSI (3.45 Bar)
whichever less.

Lifting Device as required by the ASME, ASME Section VIII: UG136(3)

Each pressure relief valve on air, water at the valve inlet that exceeds 140°F ex-
cluding over-pressure or relief events, or steam service shall have a subst lifting
device which when activated will release the seating force on the disc pressure
relief valve is subjected to a pressure of at least 75% of the set pres the valve.
not limited to this chart. Specify when ordering.

(800) 210 - 2525 KingstonValves.com
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KNG140 SAFETY VALVES (IKINGSTON

The NEW KNG140 valve line is designed for air/gas safety. Compact in nature, yet
rugged in all aspects of design and construction. The 140 series offers excellent

fast acting reseating that minimizes loss of medium. High capacity flow rates.

KNG140

Brass body, stainless ball, brass bonnet, and brass internals.
ASME and National Board Temperatures -20°F (-29°C) to 406 °F (208°C)
Certified for Section VIl air and inert gases.

KNG141

Stainless body, stainless ball, brass bonnet, and brass internals.
ASME and National Board Temperatures -20°F (-29°C) to 406 °F (208°C)
Certified for Section VIl air and inert gases.

KNG143

Stainless body, stainless ball, stainless bonnet, and brass internals.
ASME and National Board Temperatures -20°F (-29°C) to 800°F (426°C)
Certified for Section VIl air and inert gases.

Usages:
e Compressors, Air and Gas receivers
* Gas lines, Steam lines
* Piping system/tanks
* Steam cleaners, Sterilizers, Autoclaves

KNG140

Features:
* Precise / accurate set pressures
* Polished ball-seat in stainless steel
* Pressures to 450 PSI
* Fast acting fixed blowdown
* High flow capacity

Options:
e BSPT or BSPP Inlet connection
* Female connection
 Stainless Steel Construction
e Pull Ring or Lift Lever
* 02 Cleaning
* NEW - Viton seating

KingstonValves.com (800) 210 - 2525
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(JKINGSTON KNG SAFETY RELIEF VALVES

KNG140 - 141 - 143

MATERIALS
ITEM # DESCRIPTION KNG140 KNG141 KNG143
1 Body B16 Brass SA479-316 SS SA479-316 SS
2 Ball 440 SS 440 SS 440 SS
3 Disk Holder B16 Brass B16 Brass SA479-316 SS
4 Name Plate Stainless Stainless Stainless
5 Spring Plate B16 Brass B16 Brass SA479-316 SS
6 Pressure Screw B16 Brass B16 Brass SA479-316 SS
7 Pull Ring Plated Steel Plated Steel Stainless
8 Spring Post B16 Brass B16 Brass SA479-316 SS
9 Hood B16 Brass B16 Brass SA479-316 SS
10 Lock Nut B16 Brass B16 Brass SA479-316 SS
1 Spring 302/17-7 SS 302/17-7 SS 302/17-7 SS
12 Bonnet B16 Brass B16 Brass SA479-316 SS
13 Lift Lever Plated Steel Plated Steel Plated Steel
14 Lever Pin B16 Brass B16 Brass Plated Brass
15 Seal Wire Steel / Lead Steel / Lead Stainless / Lead
ORIFICE SLOPE INLET “A” DIMENSION MAX SET SET PSI | 20 | 40 | 60 [ 80 | 100 | 200 | 300 | 400 | 450
PULL RING |LIFT LEVER| LBS. PRESSURE “A” ORIFICE SCFM | 34 | 54 [ 75 | 95 [ 115|217 [ 319 | 420 | 471
1/4” 3-3/8 3-1/2" 0.50 “B” ORIFICE SCFM | 55 | 87 [ 120 | 153 | 185 | 349 | 513 | 676 | 758 =
‘A 0.924 3/8” 3-3/8" 3-1/2" 0.52 Set pressures not limited to this chart. Specify when ordering. Z
1/2" 3-3/8" 3-1/2" 0.54 450P. S Capacities are at 3 PSI or 10% (whichever is greater) over set pressure §
3/8” 3-3/4” 3-7/8" 0.52 o
“B” 1.487 112" 3-3/4” 3-7/8" 0.56
3/4 3-3/4” 3-7/8" 0.63

MIN. TEMP  MAX. TEMP** MAX PRESSURE"?

SERIES  INLET SIZES METALS °F (°C) °F (°C) PSI (BAR) SERVICES CERTIFICATIONS
KNG140 1/4”3/18"1/2" Brass -20° -(29°) 406° (208°) 350 (24.1) Air / Gas / Steam ASME VIII Air/Gas
KNG141 1/4”,3/8"1/2" Stainless-Brass -20° -(29°) 406° (208°) 450 (31.0) Air / Gas / Steam ASME VIII Air/Gas
KNG143 114" 3/8",1/2" Stainless -20° -(29°) 800° (427°) 450 (31.0) Air/ Gas / Steam ASME VII Air/Gas
KNG140 - 141 - 143 PART NUMBERS
140 BC 1 M 7 N 1 125

SERIES DESCRIPTION ORIFICE X INLET CONNECTION SEATING CAP SERVICE OPTIONS SET
KNG140 | Brass AA- 0.28 x 1/4” 1- NPT Male M- Metal 1- Lift Lever K- ASME VIII Air/gas 1- None Ex.125
KNG141 | Stainless/Brass | AB- 0.28 x 3/8" 2- NPT Female V- Viton 7- PullRing | N- Non-code Air/gas 3- 02 Cleaned
KNG143 | Stainless AC- 0.28x1/2" 3- BSPT Male T- Non-code Steam 4- APl Seating

BB- 0.39x3/8" 4- BSPT Female 5. 02 Clear_led /

BC- 0.39x1/72” | 8 BSPPMale API Seating

BD- 0.39x 3/4 9- BSPP Female

(800) 210 - 2525 KingstonValves.com
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KNG120 SAFETY VALVES (CIKINGSTON

The KNG120 series air/gas and steam safety valve is designed for safety and
pressure relief for light and medium capacity applications where a smaller sized
valve is needed. The KNG120 valves have a higher capacity than our KNG130.

Many are manufactured to meet specific field and OEM applications.

KNG120

Top outlet, open lift lever.
Temperatures -20°F (-29°C) to 406 °F (208°C)
ASME and National Board Certified for Section VIl as well as CRN Certifications.

KNG121

Top outlet, lift lever and a cap.
Temperatures -20°F (-29°C) to 406 °F (208°C)
ASME and National Board Certified for Section VIl as well as CRN Certifications.

KNG125

Side outlet bonnet with open lift lever.
Temperatures -20°F (-29°C) to 406 °F (208°C)
ASME and National Board Certified for Section VIl as well as CRN Certifications.

KNG126

Side outlet bonnet, with a lift lever and a cap.
Temperatures -20°F (-29°C) to 406 °F (208°C)
ASME and National Board Certified for Section VIl as well as CRN Certifications.

Usages:
High quality smaller valve, Compressors, Receivers, Gas lines,
Steam lines, Air and Gas receivers, Piping system/tanks,
Steam cleaners, sterilizers, Autoclaves

Features:

Fixed blow down

Brass/bronze construction
Metal to metal

Rugged, yet economical
Stainless steel springs

Factory set and sealed

Excellent seat tightness

Precise / accurate set pressures

KNG120

Options:

Stainless body and disk

Polishing and chrome plating

Variety of inlets/outlets and lift levers or pull ring
Many configurations (not shown)

02 Cleaning

BSPT connections

=) 38 CRN
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(JKINGSTON KNG SAFETY RELIEF VALVES

KNG121 BC A 1 M 1 K 1 125
SERIES / DESCRIPTION INLET/OUTLET METALS CONNECTION | SEATING CAP SERVICE OPTIONS SET
Too Outlet A- 112 Brass | 1~ NPTMxF | M- Metal | 1- LiftLever | K- ASME Vill Airigas | 1- None Ex.125
KNGT20" il Lever B- 34" " Bronze | 5. NPT FxF L- ASME VIll Steam
H. Hood and _ Chrome
kG121 TopOutetHood | & T o 3i6ss |3 BSPT M LiftLever | N Non-code Airlgas A
AndLiftlever | «p. ¢ Bronze | 4. BSPT FxF T NoncodeStean | oo
" " e d
KNG125 Slde Outlet A- 112 x 304 eane
wiLift Lever B- 3/4"x3/4"
; C- 1"x3/4
Side Outlet Hood
KNG126 :
G126 And Lit Lever D- 1" x 1" * Inlet/Outlet ‘D’ are non-code valves
11 I
70 o O)
4i|. =a Z - uAu
g.‘*:‘a\
“A” EE%Z'} 7 1|
e 12
= Ve
a!"-'ﬁi;.l‘: “p Z :
NeSNE N ) =
il T . “B”
2
€ i ] 4
| < i %
| Uib o
Series 120 Series 121 Series 125 Series 126
3,4 1,2
SERIES INLET SIZES METALS MION' .I;EMP MA?,(' TEMP LIS ] SERVICES CERTIFICATIONS
F (°C) F (°C) (BAR)
KNG120 127, 314, 17 Brass/Bronze -20° -(29°) 406° (208°) 200 (13.8) Air / Gas / Steam ASME ViII
1/2”,3/4”,1” | Stainless/Bronze | -20°-(29°) 425° (218°) 200 (13.8) Air / Gas / Steam ASME VIII

KNG120 CAPACITY AIR - SCFM
10 [ 15 [ 20 [ 25 [ 40 [ 50 | 75 [ 100 [ 125 | 150 [ 175 | 200

SLOPE | SET PSI
1.037 SCFM | 29 | 34 | 39 | 44 | 61 | 72 | 101|129 | 158 | 186 | 215 | 243

KNG120 THRU 126

=
=z
()
[
N
o

ITEM# | DESCRIPTION | BRASS OPTION |STAINLESS OPTION KNG120 CAPACITY STEAM - Lbs/hr
1 Body B16 Brass SA479-316 SS SLOPE | SETPSI | 10 | 15| 20 | 25 | 40 | 50 | 75 | 100 | 125 | 150 | 175 | 200
2 Disc B62-C83600 SA479-316 SS 291 Lbs./Hr | 81 | 95 | 110 | 124 | 171 | 203 | 283 | 363 | 443 | 523 | 603 | 683
3 Seal Wire Steel/Lead Steel/Lead Set pressures not limited to this chart. Specify when ordering.
4 Lock Screw B16 Brass B16 Brass Capacities are at 3 PSI or 10% (whichever is greater) over set pressure
5 Bonnet B584-C84400 B584-C84400 KNG120 THRU 126
6 Support Stainless Stainless DIMENSIONS - in (mm) MAX SET |WEIGHT
7 Spring Plate B16 Brass B16 Brass SERIES | INLET [OUTLET| SEAT A B C PSI (BAR) [Lbs. (Kg)
8 Lift Lever Plated Steel Plated Steel KNG120 | 1/2"-3/4-1"|  Top 3/4” |1 3-1/2"(89) - 1-1/2"(38) | 200(13.8)| 1.7 (0.8)
9 Spring 302 SS 302 SS KNG120* 1 Top 1" ] 3-3/47(95) - 1-1/2"(38) | 200(13.8)| 1.7 (0.8)
10 Spring Post B16 Brass B16 Brass KNG121 | 1/2"-3/4’-1" | Top 3/4” | 4-1/8"(105) - 1-3/8”(35) | 200(13.8)| 2.2 (1)
11 Lift Pin B16 Brass B16 Brass KNG121* 1 Top 17 14-1/2°(114) - 1-3/8”(35) | 200(13.8)| 2.2 (1)
12 Nameplate Stainless Stainless KNG125 | 1/2"-3/4-1" |  3/4” 3/4” | 3-1/2"(89) | 2-1/4”(57)( 1-1/8"(29) | 200(13.8) [ 3 (1.4)
13 Hood B584-C84400 B584-C84400 KNG125* 1 1” 17| 3-3/47(95) |2-5/8"(67)] 1-3/8"(35) | 200(13.8)| 3 (1.4)
14 Lever Pin B16 Brass B16 Brass KNG126 | 1/2-3/4-1"|  3/4” 3/4” | 4-1/8”(105)| 2-1/4”(57) [ 1-1/8"(29) | 200(13.8) [ 4 (1.8)
15 Hood Mount B16 Brass B16 Brass KNG126* 1 1 1" 14-1/2"(114)| 2-5/8"(67) | 1-3/8”(35) | 200(13.8)| 4 (1.8)

*1” seat is non-code

(800) 210 - 2525 KingstonValves.com
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KNG130 SAFETY VALVES (CIKINGSTON

The KNG130 air/gas and steam safety valves are designed for safety and
pressure relief for light and medium capacity applications; where a smaller
sized valve is needed. Many are manufactured to meet specific field and OEM

applications.

KNG130

Top outlet with an open lift lever.
Temperatures -20°F (-29°C) to 406 °F (208°C)
ASME and National Board Certified for Section VIl as well as CRN Certifications.

KNG132

Top outlet with a lift lever and cap.
Temperatures -20°F (-29°C) to 406 °F (208°C)
ASME and National Board Certified for Section VIIl as well as CRN Certifications.

KNG133

Side outlet bonnet with a lift lever and a cap.
Temperatures -20°F (-29°C) to 406 °F (208°C)
ASME and National Board Certified for Section VIl as well as CRN Certifications.

KNG135

Side outlet bonnet with a closed cap.
Temperatures -20°F (-29°C) to 406 °F (208°C)
ASME and National Board Certified for Section VIl as well as CRN Certifications.

Usages:
Compressors, Receivers, Gas lines, Steam lines,
Air and Gas receivers, Piping system/tanks,
Steam cleaners, sterilizers, Autoclaves

Features:
* Fixed blow-down
* Brass/bronze construction
* Metal-to-metal seating
* Rugged, yet economical
 Stainless steel springs
* Factory set and sealed
* Excellent seat tightness

KNG130

Options:
» Stainless body and disc
 Polishing and chrome plating
* 02 cleaning
 Variety of inlets/outlets and lift levers or pull ring
* BSPT connections

> 38 CRN
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(3KINGSTON

KNG SAFETY RELIEF VALVES

KNG130 B A 1 M 1 K 1 125
SERIES / DESCRIPTION | INLET/OUTLET | METALS | CONNECTION | SEATING CAP SERVICE OPTIONS | SET
Ton Outlet A 4 Brass | 1~ NPTMxF | M- Metal |1- LiftLever | K- ASME Vill Airlgas | 1- None Ex.125
KNGI30 witt Lever B- 38" " Bronze | 5. NPTFxF L- ASME VIlI Steam
5. Closed _ Chrome
Top Outlet Hood C- 112 316ss | 3- BSPTMxF Cap N- Non-code Air/gas Plating
ANGT32 And it Lever ® Bonze | 4. psprFeF T- Non-code Steam
Hood and 02
. A- 14 x1/2” H- Lift Lever 5> Cleaned
KNG133 Side OUtlet Hood
and Lift Lever B- 38" x 12"
- C- 112" x 112"
Side Outlet
KNG135 Cllogeducgp ‘
“cr
11
10 . GH'*
5 Anmiay
8 .f:::‘_\
T <—> (EA”
2 /S —
/' > =
6 B = =0
- 1
4 SEAL KiB"
: - L
2
1
Series 132 Series 133 Series 135
MIN. TEMP MAX. TEMP3* MAX PRESSURE'? PSI
SERIES INLET SIZES METALS °F (°C) °F (°C) (BAR) SERVICES CERTIFICATIONS
KNG130 1/4”,318"11/2" Brass/Bronze -20° -(29°) 406° (208°) 200 (13.8) Air | Gas / Steam ASME VIII
1/4”,3/8°11/2" | Stainless/Bronze | -20°-(29°) 425° (218°) 200 (13.8) Air / Gas / Steam ASME VIII

KNG130 THRU 135 KNG130 CAPA

CITY AIR - SCFM
10 [ 20 | 30 | 40 | 50 | 60 | 75 [100] 125 150 | 175 | 200

(800) 210 - 2525

KingstonValves.com

ITEM # DESCRIPTION BRASS OPTION | STAINLESS OPTION SLOPE | SETPSI
1 Body B16 Brass SA479-316 SS 0.403 SCFM 1M 11519 (24 [ 28 [ 33 [ 39|50 | 61| 72| 8 | 95
2 Disc B62-C83600 SA479-316 SS
3 Seal Wire Steel/Lead Steel/Lead KNG130 CAPACITY STEAM - Lbs/hr
4 Lock Screw B16 Brass B16 Brass SLOPE | SETPSI | 10 [ 20 [ 30 | 40 | 50 [ 60 | 75 | 100 | 125 [ 150 | 175 | 200
J £olle! s Sl || FE et 143 | LbsJHr | 31 | 43 | 54 | 66 | 79 | o1 | 110 [ 141|172 203 | 234 | 265
6 Support Stainless Stainless s imited to this chart. Soecify when orderi
7 T B16 Brass B16 Brass Cet préésures not |m|Ste tot°|sc a.rt. pejafyw en ordering.
8 Lift Lever Plated Steel Plated Steel apacities are at 3 PS| or 10% (whichever is greater) over set pressure
9 Spring 302 SS 302 SS
10 Spring Post B16 Brass B16 Brass KNG130 THRU 135
11 Lift Pin B16 Brass B16 Brass
DIMENSIONS - in (mm
12 Nameplate Stainless Stainless KNG (mm) MAX SET | WEIGHT
" Hood 558484400 5584084400 SERIES| INLET |OUTLET|SEAT| A B C | PSI(BAR) |Lbs. (Kg)
y . °°P_ B16'B B16'B 130 | 1/47-3/8"-1/2"| Top | 1/2" | 3-1/4"(83) 1-1/2"(38)| 200(13.8) | 1/2(0.2)
. ) e:e;/l '”t 5168"’85 BmBraSS 132 [ 1382 Top | 12 | 3-7/87(98) 1:3/8" (35)| 200(13.8) | 34 (0.3)
ooa ot fess fess 133 1| 12 | 12 | 33 95) | 1778 (48) | 1178 (29)| 200(13.8) | 58 (0.3)
16 Pressure Screw B16 Brass B16 Brass
135 |14m38m-1027 | 2 | 2 37(76) | 1-3/4"(44) | 1-1/87(29)| 200(13.8) | 5/8 (0.3)
17 Hood B16 Brass B16 Brass

OETONMN
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KNG51 - 55 SAFETY VALVES (CIKINGSTON

KNG51 - 55

KNG51 non-code liquid valves are smaller with a maximum pressure of 750 PSI
KNG55 are small compact non-code (liquid) water relief valves with a max
pressure of 200 PSI

Temperatures -20°F (-29°C) to 406°F (208°C)

Usages:
e Compressors, Air and Gas receivers
¢ Gas lines, Steam lines
* Piping system/tanks
* Steam cleaners, Sterilizers, Autoclaves

KNGs1.55 . | KNG55  KNG51

SERIES INLET OUTLET A B c Lbs. (Kg)
KNG51 | 1/47-3/8-1/2" | 1/2’ 5-1/4"(133) | 2-1/4’(57) | 1-1/8”(29) 1(0.5)
KNG55 | 1/47-3/8>1/2" | 12’ 3(76) | 1-347(44) | 1-1/8°(29) | 06(0.3)
DA/ 2SS O Bl KNG51 AND 55 o —
@\ » ITEM# | DESCRIPTION | BRASS OPTION | STAINLESS OPTION —
16 =
7 1 Body B16 Brass SA479-316 SS 19 %
> A 2 Disc B62-C83600 SA479-316 SS | —
4 Lock Screw B16 Brass B16 Brass I~
Z L
5 Bonnet B584-C84400 B584-C84400 L
S 6 Support Stainless Stainless ®\\ A"
7 Spring Plate B16 Brass B16 Brass / N
9 Sprin 302SS 302SS
2 N 10 s .pls t B16B B16B G I
pring Fos! rass rass
] . . GO—h
12 Nameplate Stainless Stainless
~psCl ‘ Y 16 Pressure Screw B16 Brass B16 Brass 4 u\
Series 55 17 Hood B16 Brass B16 Brass - oW B
1
KNG51 AND 55 GPM @ 25% OVER SET PRESSURE ¢
KNG PS 10 | 20 | 30 | 40 | 50 | 75 | 100 | 150 | 200 | 300 | 400 | 500 | 600 | 750 &
GPM |33 |46 |57 |65 73|89 | 10 | 13| 14| 18| 21| 23| 2| 28 f=—Cr
kv | PSl | 10 [ 20 [s0 [ 40 [ 50 [ 75 | 100 | 150 [ 200 Series 51
55 ePm |33 |46 (5765|7389 ] 10| 13 14

KNG51 AND 55 PART NUMBERS

KNG55 B A 1 M 2 U 1 125
[p] SERIES / DESCRIPTION INLET/OUTLET METALS CONNECTION | SEATING CAP SERVICE OPTIONS SET
(o] B »
~ KNG55 Side Outlet A- 14" x 112 A Brass 1- NPT MxF M- Metal 2 Closed U. N_on-_Code 1- None Ex.125
- Closed Cap B- 3/8"x1/2" Bronze 2. NPT FxF Cap Liquid ) Chrome
[o] » » " Platin
& KNG51 C- 1/2'x112 5 31658 9
Z Bronze 02
=< - 5 Cleaned

KingstonValves.com (800) 210 - 2525
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(3KINGSTON

KNG SAFETY RELIEF VALVES

ORDERING AND INDUSTRIES:

CUSTOMER SERVICE: Our valves are used in all
Visit our website for the most recent environments intended
product details and information. Questions to produce pressure and
can be answered by contacting our friendly relief. Industries we service

and knowledgeable Customer Service team
either by phone or email, or by contacting
your local Regional Sales Manager.

include the following:

e Compressed Gas and Air
* Pharmaceutical

VISIT KINGSTONVALVES.COM: « Chemical
For expanded information, engineering * Aerospace
prints, CAD files, cut sheets, certificates, * Process
options, details, and more. * Food/Beverage
* 0Oil/Gas and Energy
CONTACT KINGSTON: * Construction

* Mining and Marine
* Industrial

1 (800) 210 - 2525
sales@kingstonvalves.com
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GSTON VALVES

~ Safely Protecting People, Processes, and Equipment
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