
VALVE 
SIZE

KSV10 
1/8”   

& 
1/4”

KSV25 
1/8” 

&
 1/4”

*

KSV30 
1/2”  

KSV35 
1/2”   

& 
3/4”

KSV40 
1/4”   

& 
1 1/4”

110C 
1/4” 

& 
3/8”

*

112C 
1/4” 

& 
3/8”

112C 
1/2”

114 
& 

115 
1/4”

114 
& 

115 
3/8”

114 
& 

115 
1/2”

114 
3/4”

114 
1”

118C 
& 

119C 
1/4”

118C 
& 

119C 
3/8” 

& 
1/2”

118C 
& 

119C 
3/4’ & 

1”

710D 
1/2”, 
3/4”, 
& 1”

*

* 
110C 
1/4” 

& 
3/8” 
(cont)

* 
KSV25 
1/8” 

& 
1/4” 
(cont)

* 
710D 
1/2” 
3/4” 
& 1” 

(cont)

Max PSI 300 450 300 300 300 600 300 300 300 275 275 275 250 250 300 300 400 PSI 600 375 400

Pressure 
(PSI) FLOW (SCFM) FLOW (SCFM)

20 10 27 71 128 266

25 12 31 81 145 301 25 21.5 33 22 29 36 68 100 45 65 155 93 305 207 254 770

30 13 34 90 162 337 28 24 37 25 33 41 76 113 51 73 175 104 310 210 258 782

35 15 38 101 180 367 31 27 41 28 37 45 85 126 57 82 195 117 315 213 262 794

40 16 42 111 199 415 35 30 46 31 41 50 94 139 63 90 215 129 320 216 266 806

45 18 46 121 218 453 38 33 50 33 44 55 103 152 69 99 236 141 325 220 270 818

50 19 50 132 236 492 41 36 54 36 48 59 112 165 75 107 256 153 330 223 274 830

55 21 54 142 255 531 44 38 59 38 52 64 120 178 80 116 276 165 335 226 278 843

60 22 58 153 274 570 48 41 63 41 56 69 129 191 86 124 296 177 340 229 282 855

65 24 62 163 293 609 51 44 67 44 59 73 138 204 92 133 316 189 345 233 286 867

70 25 66 174 311 648 54 47 72 47 63 78 147 217 98 141 337 201 350 236 290 879

75 27 70 184 .330 687 57 50 76 50 67 83 156 230 104 150 357 213 355 239 294 891

80 29 74 195 349 726 61 52 80 52 71 87 164 243 110 158 377 225 360 242 298 903

85 30 78 205 367 764 64 55 84 55 75 92 173 256 116 167 397 238 365 246 302 915

90 32 82 216 386 803 67 58 89 58 78 97 182 269 122 175 417 250 370 249 306 927

95 33 86 226 405 842 70 61 93 61 82 101 191 283 128 184 437 262 375 252 310 939

100 35 90 236 423 881 74 64 97 64 86 106 200 296 133 192 458 274 380 255 314 951

105 36 94 247 442 920 77 66 102 66 90 111 208 309 139 201 478 286 385 259 318 964

110 38 98 257 461 959 80 69 106 69 94 115 217 322 145 209 498 298 390 262 322 979

115 39 102 268 480 998 83 72 110 72 97 120 226 335 151 217 518 310 395 265 326 988

120 41 106 278 498 1037 87 75 114 75 101 125 235 348 157 226 538 22 400 268 330 1000

125 43 110 289 517 1076 90 78 119 78 105 129 244 361 163 234 559 334 405 272 334 N/A

130 44 114 299 536 1114 93 80 123 80 109 134 252 374 169 243 579 346 410 275 338 N/A

135 46 118 310 554 1153 96 83 127 83 113 139 261 387 175 251 599 359 415 278 342 N/A

140 47 122 320 573 1192 100 86 132 86 116 143 270 400 181 260 619 371 420 281 346 N/A

145 49 126 330 592 1231 103 89 136 89 120 148 279 413 186 268 639 383 425 284 350 N/A

150 50 130 341 610 1270 106 92 140 92 124 153 288 426 192 277 659 395 430 288 354 N/A

155 52 134 351 629 1309 109 94 144 94 128 157 296 439 198 285 680 407 435 291 358 N/A

160 53 138 362 648 1348 113 97 148 97 132 162 305 452 204 294 700 419 440 294 362 N/A

165 55 142 372 667 1387 116 100 153 100 135 167 314 465 210 302 720 431 445 297 366 N/A

170 57 146 383 685 1426 119 103 157 103 139 171 323 478 216 311 740 443 450 301 370 N/A

175 58 150 393 704 1464 122 106 162 106 143 176 332 491 222 319 760 455 455 304 N/A N/A

180 60 154 404 723 1503 125 108 166 108 147 181 340 504 228 328 781 467 460 307 N/A N/A

185 61 158 414 741 1542 129 111 170 111 151 185 349 517 233 336 801 480 465 310 N/A N/A

190 63 162 425 760 1581 132 114 174 114 154 190 358 530 239 344 821 492 470 314 N/A N/A

195 64 166 435 779 1620 135 117 179 117 158 195 367 543 245 353 841 504 475 317 N/A N/A

200 66 170 445 797 1659 138 120 183 120 162 199 376 556 251 361 861 516 480 320 N/A N/A

205 67 174 456 816 1698 142 123 187 123 166 204 384 569 257 370 882 528 485 323 N/A N/A

210 69 178 466 835 1737 145 125 192 125 170 209 393 582 263 378 902 540 490 327 N/A N/A

215 71 182 477 854 1775 148 128 196 128 173 214 402 595 269 387 922 552 495 330 N/A N/A

220 72 186 487 872 1814 151 131 200 131 177 218 411 608 275 395 942 564 500 333 N/A N/A

225 74 190 498 891 1853 155 134 205 134 181 223 420 621 281 404 962 576 505 336 N/A N/A

230 75 194 508 910 1892 158 137 209 137 185 228 428 637 286 412 982 588 510 340 N/A N/A

235 77 198 519 928 1931 161 139 213 139 189 232 437 647 292 421 1003 601 515 343 N/A N/A

240 78 202 529 947 1970 164 142 217 142 192 237 446 661 298 429 1023 613 520 346 N/A N/A

245 80 206 539 966 2009 168 145 222 145 196 242 455 647 304 438 1043 625 525 349 N/A N/A

250 81 210 550 984 2048 171 148 226 148 200 246 464 687 310 446 1063 637 530 353 N/A N/A

255 83 214 560 1003 2087 174 151 230 151 204 251 N/A N/A 316 455 1083 649 535 356 N/A N/A

260 85 218 571 1022 2125 177 153 235 153 207 256 N/A N/A 322 463 104 661 540 359 N/A N/A

265 86 222 581 1041 2164 181 156 239 156 211 260 N/A N/A 328 472 1124 673 545 362 N/A N/A

270 88 226 592 1059 2203 184 159 243 159 215 265 N/A N/A 334 480 1144 685 550 366 N/A N/A

275 89 230 602 1078 2242 187 162 247 162 219 270 N/A N/A 339 488 1164 697 555 369 N/A N/A

280 91 234 613 1097 2281 190 165 252 165 N/A N/A N/A N/A 345 497 1184 709 560 372 N/A N/A

285 92 238 623 1115 2320 194 167 256 167 N/A N/A N/A N/A 351 505 1204 722 565 375 N/A N/A

290 94 242 634 1134 2359 197 170 260 17 N/A N/A N/A N/A 357 514 1225 734 570 379 N/A N/A

295 95 246 644 1153 2398 200 173 265 173 N/A N/A N/A N/A 363 522 1245 746 575 382 N/A N/A

300 97 250 654 1171 2437 203 176 269 176 N/A N/A N/A N/A 369 531 1265 758 580 385 N/A N/A

585 388 N/A N/A

590 392 N/A N/A

595 95 N/A N/A

600 398 N/A N/A

PSI vs. Flow Chart for Kingston’s ASME Safety Valve

Storm Manufacturing Group, Inc. • 23201 Normandie Ave. • Torrance, CA 90501
Tel: 800.210.2525 • Fax: 800:997.0500 • www.KingstonValves.com

Specifications subject to change w/o notice. • (KINGSTON.LINECARD.0918)

WARNING: This product can expose you to chemicals including lead, which is known to the state of 
California to cause cancer and birth defects or other reproductive harm. For more information, go to 
www.p65warnings.ca.gov.�

Captured Exhaust 
ASME Code Valves

Vent to Atmosphere 
ASME Code Valves

Non Code Safety Valves
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SAFETY VALVES SAFETY VALVES

KNG SAFETY RELIEF VALVES

KNG 740 SERIES
ASME and National Board Certified for Section VIII as well as CE and CRN Certifications. Pressures up to 1500 PSI.

KNG 740 
KNG 743 
FLANGED KNG 743 KNG 741 KNG 742

KNG 560/570 SERIES
The KNG 560/570 Series is a high capacity safety valve used for boilers, piping lines and vessel protection. 

ASME and National Board Certified for Section I and VIII as well as CE and CRN Certifications.

KNG 560 KNG 563 KNG 570 KNG 573

KNG 88/89 SERIES
Multiple purpose safety valves for air / gas protection. 

ASME and National Board certified for Section VIII as well as CRN Certifications.

KNG 88 KNG 89

CAPTURED EXHAUST ASME CODE VALVES

ASME Code Sections I & VIII, for air, gas, steam and liquid applications. Available in bronze, carbon steel, and stainless steel 
construction with a variety of seat materials available. 1/2” to 3” NPT inlet and D to J orifice sizes.

For full ordering information, please see the KNG Catalog.

KNG 69/55/51 SERIES
The KNG 69 Liquid Relief Valves are an industry standard liquid relief valve used for pressure relief and by-pass 

and are calibrated based on a range of flow-rates versus seat size and set pressure. Maximum pressure of 450 PSI

The KNG 51 liquid valves are smaller with a maximum pressure of 750 PSI
The KNG 55 are small compact (liquid) water relief valves with a maximum pressure of 200 PSI

KNG 69 KNG 51 KNG 55

Brass / Bronze 
ASME Section VIII for 

Air/Gas/Liquid & Steam

Brass / Bronze 
ASME Section I for Steam

Stainless Steel / Bronze 
ASME Section I for Steam

Brass / Bronze 
ASME Section VIII for Steam & Air/Gas

Stainless Steel / Bronze
ASME Section VIII for Steam & Air/Gas

Stainless Steel / Bronze 
ASME Section VIII for 

Air/Gas/Liquid & Steam

Stainless Steel / Carbon Steel 
ASME Section VIII for 

Air/Gas/Liquid & Steam

100% Stainless Steel 
ASME Section VIII for 

Air/Gas/Liquid & Steam

Sizes: ¼, ⅜, ½ NPTSizes: ¼, ⅜, ½ NPTSizes: ½ to 3 NPT

NON CODE VALVES

128A/130
Sizes:
⅛, ¼ NPT
Pressure:
Max 300 PSI
Soft Seat

100SS
Sizes: 
⅛ to ½ NPT
Pressure: 
Max 300 PSI
Hard Seat

103/SS/H/D
/120
Sizes:
¼ to ¾ NPT
Pressure Range:
5-1000 PSI

111X
Sizes: 
¼ NPT
Pressure:
Max 400 PSI
-250° to 300°F
Soft Seat

* = Steam Rated Service 35 to 50PSI
Contact Kingston for more Information

VENT TO ATMOSPHERE ASME CODE VALVES

118CSS
Sizes: 
¼ to 1 NPT
Pressure Range:
25-300 PSI
Hard Seat

112CSS/CR
Sizes: 
¼, ⅜, ½ NPT
Pressure Range:
25-300 PSI*
Available in:
Brass, Stainless Steel
Hard Seat

115/115CR
Sizes:
¼, ⅜, ½ NPT
Pressure Range:
25-300 PSI*
Available in:
Brass, Stainless Steel
Soft Seat

KSV 
10/25/30/35/40
Sizes:
⅛ to 1¼ NPT
Pressure Range:
20-450 PSI
Available in:
Brass, Stainless Steel
Soft Seat

119CSS
Sizes: 
¼ to 1 NPT
Pressure Range:
25-300 PSI
Hard Seat

710D
Sizes: 
¼ to 1 NPT
Pressure Range:
15-400 PSI
Soft Seat

114
Sizes: 
¼ to 1 NPT
Pressure Range:
25-300 PSI*
Soft Seat

110C
Sizes:
¼, ⅜ NPT
Pressure Range:
25-600 PSI
Hard Seat
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SAFETY VALVES SAFETY VALVES

KNG SAFETY RELIEF VALVES

KNG 740 SERIES
ASME and National Board Certified for Section VIII as well as CE and CRN Certifications. Pressures up to 1500 PSI.

KNG 740 
KNG 743 
FLANGED KNG 743 KNG 741 KNG 742

KNG 560/570 SERIES
The KNG 560/570 Series is a high capacity safety valve used for boilers, piping lines and vessel protection. 

ASME and National Board Certified for Section I and VIII as well as CE and CRN Certifications.

KNG 560 KNG 563 KNG 570 KNG 573

KNG 88/89 SERIES
Multiple purpose safety valves for air / gas protection. 

ASME and National Board certified for Section VIII as well as CRN Certifications.

KNG 88 KNG 89

CAPTURED EXHAUST ASME CODE VALVES

ASME Code Sections I & VIII, for air, gas, steam and liquid applications. Available in bronze, carbon steel, and stainless steel 
construction with a variety of seat materials available. 1/2” to 3” NPT inlet and D to J orifice sizes.

For full ordering information, please see the KNG Catalog.

KNG 69/55/51 SERIES
The KNG 69 Liquid Relief Valves are an industry standard liquid relief valve used for pressure relief and by-pass 

and are calibrated based on a range of flow-rates versus seat size and set pressure. Maximum pressure of 450 PSI

The KNG 51 liquid valves are smaller with a maximum pressure of 750 PSI
The KNG 55 are small compact (liquid) water relief valves with a maximum pressure of 200 PSI

KNG 69 KNG 51 KNG 55

Brass / Bronze 
ASME Section VIII for 

Air/Gas/Liquid & Steam

Brass / Bronze 
ASME Section I for Steam

Stainless Steel / Bronze 
ASME Section I for Steam

Brass / Bronze 
ASME Section VIII for Steam & Air/Gas

Stainless Steel / Bronze
ASME Section VIII for Steam & Air/Gas

Stainless Steel / Bronze 
ASME Section VIII for 

Air/Gas/Liquid & Steam

Stainless Steel / Carbon Steel 
ASME Section VIII for 

Air/Gas/Liquid & Steam

100% Stainless Steel 
ASME Section VIII for 

Air/Gas/Liquid & Steam

Sizes: ¼, ⅜, ½ NPTSizes: ¼, ⅜, ½ NPTSizes: ½ to 3 NPT

NON CODE VALVES

128A/130
Sizes:
⅛, ¼ NPT
Pressure:
Max 300 PSI
Soft Seat

100SS
Sizes: 
⅛ to ½ NPT
Pressure: 
Max 300 PSI
Hard Seat

103/SS/H/D
/120
Sizes:
¼ to ¾ NPT
Pressure Range:
5-1000 PSI

111X
Sizes: 
¼ NPT
Pressure:
Max 400 PSI
-250° to 300°F
Soft Seat

* = Steam Rated Service 35 to 50PSI
Contact Kingston for more Information

VENT TO ATMOSPHERE ASME CODE VALVES

118CSS
Sizes: 
¼ to 1 NPT
Pressure Range:
25-300 PSI
Hard Seat

112CSS/CR
Sizes: 
¼, ⅜, ½ NPT
Pressure Range:
25-300 PSI*
Available in:
Brass, Stainless Steel
Hard Seat

115/115CR
Sizes:
¼, ⅜, ½ NPT
Pressure Range:
25-300 PSI*
Available in:
Brass, Stainless Steel
Soft Seat

KSV 
10/25/30/35/40
Sizes:
⅛ to 1¼ NPT
Pressure Range:
20-450 PSI
Available in:
Brass, Stainless Steel
Soft Seat

119CSS
Sizes: 
¼ to 1 NPT
Pressure Range:
25-300 PSI
Hard Seat

710D
Sizes: 
¼ to 1 NPT
Pressure Range:
15-400 PSI
Soft Seat

114
Sizes: 
¼ to 1 NPT
Pressure Range:
25-300 PSI*
Soft Seat

110C
Sizes:
¼, ⅜ NPT
Pressure Range:
25-600 PSI
Hard Seat



VALVE 
SIZE

KSV10 
1/8”   

& 
1/4”

KSV25 
1/8” 

&
 1/4”

*

KSV30 
1/2”  

KSV35 
1/2”   

& 
3/4”

KSV40 
1/4”   

& 
1 1/4”

110C 
1/4” 

& 
3/8”

*

112C 
1/4” 

& 
3/8”

112C 
1/2”

114 
& 

115 
1/4”

114 
& 

115 
3/8”

114 
& 

115 
1/2”

114 
3/4”

114 
1”

118C 
& 

119C 
1/4”

118C 
& 

119C 
3/8” 

& 
1/2”

118C 
& 

119C 
3/4’ & 

1”

710D 
1/2”, 
3/4”, 
& 1”

*

* 
110C 
1/4” 

& 
3/8” 
(cont)

* 
KSV25 
1/8” 

& 
1/4” 
(cont)

* 
710D 
1/2” 
3/4” 
& 1” 

(cont)

Max PSI 300 450 300 300 300 600 300 300 300 275 275 275 250 250 300 300 400 PSI 600 375 400

Pressure 
(PSI) FLOW (SCFM) FLOW (SCFM)

20 10 27 71 128 266

25 12 31 81 145 301 25 21.5 33 22 29 36 68 100 45 65 155 93 305 207 254 770

30 13 34 90 162 337 28 24 37 25 33 41 76 113 51 73 175 104 310 210 258 782

35 15 38 101 180 367 31 27 41 28 37 45 85 126 57 82 195 117 315 213 262 794

40 16 42 111 199 415 35 30 46 31 41 50 94 139 63 90 215 129 320 216 266 806

45 18 46 121 218 453 38 33 50 33 44 55 103 152 69 99 236 141 325 220 270 818

50 19 50 132 236 492 41 36 54 36 48 59 112 165 75 107 256 153 330 223 274 830

55 21 54 142 255 531 44 38 59 38 52 64 120 178 80 116 276 165 335 226 278 843

60 22 58 153 274 570 48 41 63 41 56 69 129 191 86 124 296 177 340 229 282 855

65 24 62 163 293 609 51 44 67 44 59 73 138 204 92 133 316 189 345 233 286 867

70 25 66 174 311 648 54 47 72 47 63 78 147 217 98 141 337 201 350 236 290 879

75 27 70 184 .330 687 57 50 76 50 67 83 156 230 104 150 357 213 355 239 294 891

80 29 74 195 349 726 61 52 80 52 71 87 164 243 110 158 377 225 360 242 298 903

85 30 78 205 367 764 64 55 84 55 75 92 173 256 116 167 397 238 365 246 302 915

90 32 82 216 386 803 67 58 89 58 78 97 182 269 122 175 417 250 370 249 306 927

95 33 86 226 405 842 70 61 93 61 82 101 191 283 128 184 437 262 375 252 310 939

100 35 90 236 423 881 74 64 97 64 86 106 200 296 133 192 458 274 380 255 314 951

105 36 94 247 442 920 77 66 102 66 90 111 208 309 139 201 478 286 385 259 318 964

110 38 98 257 461 959 80 69 106 69 94 115 217 322 145 209 498 298 390 262 322 979

115 39 102 268 480 998 83 72 110 72 97 120 226 335 151 217 518 310 395 265 326 988

120 41 106 278 498 1037 87 75 114 75 101 125 235 348 157 226 538 22 400 268 330 1000

125 43 110 289 517 1076 90 78 119 78 105 129 244 361 163 234 559 334 405 272 334 N/A

130 44 114 299 536 1114 93 80 123 80 109 134 252 374 169 243 579 346 410 275 338 N/A

135 46 118 310 554 1153 96 83 127 83 113 139 261 387 175 251 599 359 415 278 342 N/A

140 47 122 320 573 1192 100 86 132 86 116 143 270 400 181 260 619 371 420 281 346 N/A

145 49 126 330 592 1231 103 89 136 89 120 148 279 413 186 268 639 383 425 284 350 N/A

150 50 130 341 610 1270 106 92 140 92 124 153 288 426 192 277 659 395 430 288 354 N/A

155 52 134 351 629 1309 109 94 144 94 128 157 296 439 198 285 680 407 435 291 358 N/A

160 53 138 362 648 1348 113 97 148 97 132 162 305 452 204 294 700 419 440 294 362 N/A

165 55 142 372 667 1387 116 100 153 100 135 167 314 465 210 302 720 431 445 297 366 N/A

170 57 146 383 685 1426 119 103 157 103 139 171 323 478 216 311 740 443 450 301 370 N/A

175 58 150 393 704 1464 122 106 162 106 143 176 332 491 222 319 760 455 455 304 N/A N/A

180 60 154 404 723 1503 125 108 166 108 147 181 340 504 228 328 781 467 460 307 N/A N/A

185 61 158 414 741 1542 129 111 170 111 151 185 349 517 233 336 801 480 465 310 N/A N/A

190 63 162 425 760 1581 132 114 174 114 154 190 358 530 239 344 821 492 470 314 N/A N/A

195 64 166 435 779 1620 135 117 179 117 158 195 367 543 245 353 841 504 475 317 N/A N/A

200 66 170 445 797 1659 138 120 183 120 162 199 376 556 251 361 861 516 480 320 N/A N/A

205 67 174 456 816 1698 142 123 187 123 166 204 384 569 257 370 882 528 485 323 N/A N/A

210 69 178 466 835 1737 145 125 192 125 170 209 393 582 263 378 902 540 490 327 N/A N/A

215 71 182 477 854 1775 148 128 196 128 173 214 402 595 269 387 922 552 495 330 N/A N/A

220 72 186 487 872 1814 151 131 200 131 177 218 411 608 275 395 942 564 500 333 N/A N/A

225 74 190 498 891 1853 155 134 205 134 181 223 420 621 281 404 962 576 505 336 N/A N/A

230 75 194 508 910 1892 158 137 209 137 185 228 428 637 286 412 982 588 510 340 N/A N/A

235 77 198 519 928 1931 161 139 213 139 189 232 437 647 292 421 1003 601 515 343 N/A N/A

240 78 202 529 947 1970 164 142 217 142 192 237 446 661 298 429 1023 613 520 346 N/A N/A

245 80 206 539 966 2009 168 145 222 145 196 242 455 647 304 438 1043 625 525 349 N/A N/A

250 81 210 550 984 2048 171 148 226 148 200 246 464 687 310 446 1063 637 530 353 N/A N/A

255 83 214 560 1003 2087 174 151 230 151 204 251 N/A N/A 316 455 1083 649 535 356 N/A N/A

260 85 218 571 1022 2125 177 153 235 153 207 256 N/A N/A 322 463 104 661 540 359 N/A N/A

265 86 222 581 1041 2164 181 156 239 156 211 260 N/A N/A 328 472 1124 673 545 362 N/A N/A

270 88 226 592 1059 2203 184 159 243 159 215 265 N/A N/A 334 480 1144 685 550 366 N/A N/A

275 89 230 602 1078 2242 187 162 247 162 219 270 N/A N/A 339 488 1164 697 555 369 N/A N/A

280 91 234 613 1097 2281 190 165 252 165 N/A N/A N/A N/A 345 497 1184 709 560 372 N/A N/A

285 92 238 623 1115 2320 194 167 256 167 N/A N/A N/A N/A 351 505 1204 722 565 375 N/A N/A

290 94 242 634 1134 2359 197 170 260 17 N/A N/A N/A N/A 357 514 1225 734 570 379 N/A N/A

295 95 246 644 1153 2398 200 173 265 173 N/A N/A N/A N/A 363 522 1245 746 575 382 N/A N/A

300 97 250 654 1171 2437 203 176 269 176 N/A N/A N/A N/A 369 531 1265 758 580 385 N/A N/A

585 388 N/A N/A

590 392 N/A N/A

595 95 N/A N/A

600 398 N/A N/A

PSI vs. Flow Chart for Kingston’s ASME Safety Valve

Storm Manufacturing Group, Inc. • 23201 Normandie Ave. • Torrance, CA 90501
Tel: 800.210.2525 • Fax: 800:997.0500 • www.KingstonValves.com

Specifications subject to change w/o notice. • (KINGSTON.LINECARD.0918)

WARNING: This product can expose you to chemicals including lead, which is known to the state of 
California to cause cancer and birth defects or other reproductive harm. For more information, go to 
www.p65warnings.ca.gov.�

Captured Exhaust 
ASME Code Valves

Vent to Atmosphere 
ASME Code Valves

Non Code Safety Valves



Model Inlet Sizes Metals Min. Temp Max. Temp Max Pressure Services Certifications

KNG740 1/2” to 3” Brass/
Bronze -320°F 406°F 300 PSI

Air
Gas

Steam
Liquid

ASME VIII
CE

CRN

KNG741 1/2” to 3” Stainless/
Bronze -320°F 425°F 1500 PSI

Air
Gas

Steam
Liquid

ASME VIII
CE

CRN

KNG742 1/2” to 3” Stainless/
Carbon -20°F 425°F 1500 PSI

Air
Gas

Steam
Liquid

ASME VIII
CE

CRN

KNG743 1/2” to 3” Stainless -320F 425°F 1500 PSI

Air
Gas

Steam
Liquid

ASME VIII
CE

CRN

KNG560 1/2” to 2-1/2” Brass/
Bronze -20°F 406°F 250 PSI Steam

ASME I
CE

CRN

KNG563 1/2” to 2-1/2” Stainless/
Bronze -20°F 425°F 250 PSI Steam

ASME I
CE

CRN

KNG570 1/2” to 2-1/2” Brass/
Bronze -20°F 425°F 300 PSI

Air
Gas

Steam

ASME VIII
CE

CRN

KNG573 1/2” to 2-1/2” Stainless/
Bronze -20°F 425°F 300 PSI

Air
Gas

Steam

ASME VIII
CE

CRN

VALVE SELECTION GUIDE

www.kingstonvalves.com 800.210.2525

Storm Manufacturing Group, Inc. • 23201 Normandie Ave. • Torrance, CA 90501
Tel: 800.210.2525 • Fax: 800:997.0500 • www.KingstonValves.com
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KNG SAFETY RELIEF VALVES


